




f! 

s 

1 

i 

pi 

* i 







I 

1 ra ra 

P 

ra 

ra 1 

ra 

ra ■ 




W Digital Audio 

*•* P l s >v»'f 


Welcome to the Age of Digital Audio. 

CD Players have become an essential part of any quality audio system and Sony is again taking the lead with a complete CD Player lineup. Now 
there is a Sony designed for every component system, from models loaded with convenience features to easy-to-use models with impressive 
sound. 
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Sony’s Compact Disc Players use a laser 
pickup to read audio signals digitally 
encoded on a 12cm disc. Sound quality is 
brought closer than ever to that of a live 
performance through flatter frequency 
response, widened dynamic range, better 
channel separation, and reduced distortion. 
Since there is no physical contact between 
the laser pickup and disc, there is no wear, 
so the disc will play indefinitely, with the 
same fidelity as expected from a brand 
new recording with no need for special 
care. The result is music, brought to life 
with startling clarity. 



The surface of a Compact Disc magnified. 
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DIGITAL AUDIO 



CDP-501/501ES 

Great CD Sound and Remote Control 
Versatility. 

The CDP-501/501ES delivers tremendous 
sound quality with an impressive array of 
technological innovations. Sony’s own 
digital/analog (D/A) converter, capable of 
16-bit linear decoding, has been adopted 
along with twin-monaural configuration and 
active low-pass filters. The result is impres- 
sive performance— 5 to 20,000Hz (±0.5dB) 
response with a dynamic range of 95dB or 
better. THD is less than 0.003%, with wow 
and flutter too low to measure. Sony’s origi- 
nal laser optical pickup is servo controlled 
for focus, tracking, sledding, and CLV 
(Constant Linear Velocity) for precise signal 
detection. These models feature multi-func- 
tion remote control through the use of a 
Remote Commander equipped with a 
10-key pad. It can be used to input track 
numbers for playback and allows volume 
control regardless of amplifier settings. 
Other features include AMS (Automatic 
Music Sensor), 2-speed manual search in 
either direction, and Index Search which 
allows cueing in either direction within the 


track of an index-encoded disc. 3 auto- 
matic repeat modes— the entire disc, a 
selected portion, or a single track. 430mm 
width, matctiing standard-size component 
systems. 
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CDP-701ES 

Sony’s Finest CD Player with Remote 
Commander. 

The state-of-the-art CDP-701ES uses Sony’s 
16-bit linear D/A converter to deliver a dy- 
namic range of over 95dB. Operation versa- 


tility with 5-way automatic play and search 
functions includes 10-key direct access to 
any point on the disc, RMS (Random Music 
Sensor), Music Scan, AMS, and 2-speed 
manual search. Feather-touch controls. 
Wireless remote control capability. FL dis- 
play includes 41-segment disc scale that 


shows the current playback position on the 
disc. 430mm width. 
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CDP-1 IS 

A CD Player That’s Packed with Value. 

Sony’s sophisticated digital/analog conver- 
ters and precision circuitry ensure the finest 
in sound reproduction. The CDP-1 IS brings 
you over 90dB of dynamic range with 
frequency response of 5 to 20,000Hz 
(±0.5dB). THD is less than 0.004%. AMS 
(Automatic Music Sensor) finds the begin- 
ning of each selection effortlessly. Index 
Search works on discs encoded with spe- 
cial index numbers. These numbers corre- 
spond to each encoded portion within a 
track. Through indexing, the beginning of a 
particular movement in a classical sympho- 
ny, for example, may be easily found. For- 
ward or backward Manual Search works at 
the touch of a button. There are also two 
repeat modes for the entire disc or a se- 



lected portion. The digital display indicates 
the track and index numbers, elapsed time, 


and time remaining on each disc, all at the 
touch of a button. The display also includes 
disc repeat status and scanning functions. 
355mm width. 
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CD Accessories 



MDR-CD7/CD5 

Reference headphones for high fidelity digital 
audio. 
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Digital Sound for Recording and Playback. 

Now, you can enjoy digital audio recording with your VTR thanks to Sony’s Digital Audio Processors. They handle audio signals in the form of 
precise binary digital coding, just like the Compact Disc Systems, and deliver the same fantastic performance. 
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PCM-701ES 

The Ultimate in Sound Quality. 

A stylish addition to any component sys- 
tem, the PCM-701ES is a real plus for digi- 
tal audio enthusiasts. Selectable 14-bit or 
16-bit quantization, LSI encoding/decoding 
circuits and an effective error-correction 
system designed with Sony’s up-to-the- 
minute technology. 
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PCM-501ES 

Perfect for Long-Play VTR Modes. 

Sharing the features which have made the 
PCM-701ES a sensation, the PCM-501ES 
meets the needs of those who require a 
PCM that is compatible with the long-play 
modes of VTRs, thanks to Sony’s newly 
developed OVC (Optimum Video Control) 
circuitry. Volume control adjustment is easy 
with LED lighting to indicate the optimum 
level setting. 


.*AujJI S**V J**kll JftJy.ll vuJLI ^ jU.1 
«jl>^JI ^yJI joiLitiJI iSjUu- 

•As-^JI 0 li , I ^ La*. PCM-701ES 
Ay* oU-U»l J.li; PCM-501ES 



Sensational Audio/Video Performance. 

SL-HFIOO(PAL) 

It’s Beta Hi-Fi with incredible audio fidelity 
in addition to exciting video features. A 
Sony breakthrough, AFM (Audio Frequency 
Modulation) uses rotating video heads to 
record audio signals at high speed. The 
results are impressive. A dynamic range 
over 80dB, flat frequency response from 20 
to 20,000Hz, and wow and flutter less than 
0.005%. FM simulcast recording capability. 
Stereo and monaural recording. BetaScan/ 
BetaSkipScan high speed picture search. 
Express tuning. (Beta Hi-Fi SL-2710 
for NTSC) 
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Enter the Age of Audio/Video Integration. 



Audio/Video 

Stereo Control Center TA-AV33 

Besides being a superb stereo amplifier, the TA-AV33 also serves as 
a video control center. It has two video inputs with stereo sound con- 
nection capability, making it an excellent choice for use with hi-fi 
video sources. The Theater Sound function gives lifelike simulated 
stereo effects to monaural VTR and television sound, and adds depth 
and dimension to stereo sound reproduction. Versatile switching 
enables high-quality audio/video dubbing operations. There are also 
inputs for phono, tape, tuner, and CD/AUX sources to allow simple 
integration of audio and 
video components. The 
40W + 40W (at 1kHz) out- 
put is even powerful enough 
for digital music sources 
such as a Compact Disc 
Player. It’s a component that 
can grow with your system. 
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Compact Hi-Fi Systems. Ready for the 
Digital Age. 



110W + 110W. Superb Sound 
Performance. 

With wireless system remote control con- 
venience, you can command your Precise 
V7 from anywhere in your listening room. 
The TA-V7 amplifier is rated at a powerful 
110W output per channel (at 1kHz) and the 
matching APM-700 speaker system fea- 
tures Sony’s exclusive APM (Accurate Pis- 
tonic Motion) design with a flat and square 
diaphragm best suited for reproduction of 
CD’s wide dynamic range. The frorrt-load- 
ing PS-FL99 turntable can be preset to play 
LP selections in any sequence. The TC-V7 
cassette deck offers uninterrupted auto- 
reverse playback, while the ST-V7 quartz- 
locked digital synthesizer tuner brings in 
clear reception all day long. Total electronic 
control with the comfort and reliability of 
feather-touch controls. 
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PRECISE 

70W + 70W. Dynamic Power and APM 
Speakers. 

With 70W per channel (at 1kHz), the TA-V5 
amplifier combines with the accurate 
APM-500 speaker systems for faithful 
reproduction of Compact Disc Audio. The 
ST-V5 tuner offers precise and convenient 
quartz frequency synthesized tuning. The 
fully automatic PS-LX55II turntable with 
quartz-locked direct drive motor incorpo- 
rates a linear-tracking tonearm for accurate 
tracking. With these extraordinary compo- 
nents brought together in the SU-V3 rack, 
the Precise V5 is a Sony quality system. 
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9-band Graphic Equalizer for Music 
Enjoyment. 

The TA-V30 amplifier delivers 38W per 
channel of clean output power (at 1kHz) 
and the built-in 9-band graphic equalizer 
lets you shape the music to your taste and 
the acoustics of your sound environment. 

This package includes the ST-V30S quartz- 
locked synthesizer tuner with FM/MW/SW,. 2 
reception and random preset of 5 stations 
possible for each band. Also featured are 
the PS-LX30 fully automatic turntable, and 
TC-V30 cassette deck with Dolby B/C 
noise reduction, AMS (Automatic Music 
Sensor), and synchronized recording. 

Adding the SS-V30 2-way speaker system 
and SU-V3 rack with adjustable height, the 
Precise V30 is the most feature-laden sys- 
tem in its class. 
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Precise V30 shown in 
SU-V3 rack with optional 
CDP-11S(V). 
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Precise V5 shown in 
SUM 3 rack with optional 
CDP-11S(V) and SEHM5. 
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Operation. Quick Connection. 
Superior Quality. 


precise via 


One-Touch Function Selection. 

Direct function selection allows one-touch 
switching and operation of the turntable, 
tuner, and cassette deck. This means that 
component switching can be accom- 
plished with the touch of a single button. 
While listening to a tape, for example, a 
radio program you can’t miss may be com- 
ing on the air. Simply press the tuner but- 
ton, and the cassette deck will stop, turn off, 
and the tuner will come on— all in one auto- 
matic operation. 

Easy Operation and Excellent 
Performance. 

Recording on the compact cassette deck is 
easier than ever, thanks to easy-to-use con- 
trols and a synchronized recording function 
with the optional PS-LX30 turntable. In 
addition, this deck features automatic 
recording level adjustment and auto tape 
selection, Dolby B NR, and mic mixing. The 
tuner features quartz-locked digital synthe- 
sized tuning, drift-free FM/MW/SW,. 2 recep- 
tion, and random preset of up to 5 stations 
in each band. The “Wave Catcher” antenna 
is adjustable in any direction for best AM 
reception. The amplifier features a built-in 
5-band graphic equalizer for shaping the 
sound for optimum response in any listen- 
ing room, and to suit individual listening 
tastes. On top of this, an easy-to-read func- 
tional display and CD/AUX inputs make 
this 30W + 30W (at 1kHz) amplifier as 
simple to operate as it is attractive to look 
at. All components feature an exciting, fu- 
turistic look with feather-touch controls. 

All-In-One Package. 

The basic Precise VI 0 System* comes 
packed in a convenient carry-all for after- 
purchase take-home ease and greater all- 
around mobility. It’s the perfect idea for 
music lovers on the move. 

* Basic Package includes amplifier, tuner, cassette deck 
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Precise V!0 shown in SU-V1 turntable stand 
with optional CDP-11S(V), PS-LX30, 
MDR-40II and F-V50T. 

MDR-40II < PS-LX30* CDP- llSiv) . 


Precise Series Options. 
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280W of Peak Music Power Output. 

For dynamic reproduction of high-fidelity 
music, Sony’s FH-7 mkii generates an out- 
standing 280W Peak Music Power Output 
to bring a new dimension of excitement 
into today’s listening rooms. 

•■k'j YA* Jjaj® 1) Ajjjj g-J ijS 
^jti . '« jJI JLj iSj-a- J-~j» £ J-l JJ 

Jaa FH-7MKII ;V> 

pA*L . Jslj TA* t*jji l yL_yJU aLU a-jjj 
I J ^ tjuju*. Ij*, 



Non-Stop Auto-Reverse Deck. 

The cassette deck features Sony’s ac- 
claimed LaserAmorphous head and Ftoto- 
Bilateral auto-reverse. A selector allows 
one-cycle or continuous play. Additional 
features include AMS (Automatic Music 

| Sensor), Auto Play, 
auto tape selector, 
Dolby B NR, and 
auto recording 
level control. All are 
operated by feather- 
I touch controls. 
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• ULi>JI 11 1. i I I 


5-band Illuminated Graphic Equalizer. 

In place of conventional tone controls, the 
FH-7 mkii boasts a 5-band graphic equalizer 
with LED illuminated control sliders for 
viewing ease. With this equalizer, sound 
reproduction may be shaped to suit indi- 
vidual tastes and variable environments. 



• &JJ 9 .JO otiltx, — o jb o-'Ly J«jLu 

--j-Ji «=.uj. j o. 

FH-7 MKII .vj-LJI 

v^j* — o jj ,j.L. JjL* Jj^-j. 

LED a.L~~ i.U. JJJL ^L, 

5 >»3 £• *L J' «J* — I ( ‘y*U ^-»L JjJ->) 

a— L. aa.>w a.jaJI Aa>-j; . J.jL<JI Iajs, 

iL^JI ^ijjkJlj jljjVl 


Deluxe 4-band Quartz-Locked 
Synthesizer Tuner. 

Effortless 2-speed tuning is provided with 
feather-touch controls. All-inclusive FM/ 
MW/SW|. 2 reception. Stereo and Tuning 
LED indicators add to operation ease, with 
the digital back-lit display indicating tuned 
station frequency. A memory function within 
the FH-7 mkii stores the station last tuned 
after the unit has been turned off. 



jjLuio ojjj^Liojj jj-L AiJIjo j 4 j> 

• ja Cj b UaJ — £ j jjj I jSJ L 


jjA- A-'.! ojJIjA 'a* 

.^,^]'o-LJL (ZSLJd ^La. Ajjo j Aj^ 

'-L-jJI JI ■ « .... I jLa>- ^ aj»j« LUa JS 
aj.Ia) LED a.L_- . FM/MW/SWi-i 
JI Jj^JI ^ iiJIj., ^ JJ a^L 
JiiJ' j. ‘I— JI iiUVL 

• L-^J'j* uJ 1 ik»«JI AAjA g>-ajJ 
0->_l ijSL Ji FH-7 MKII jL-JI 
U a*. IjliJIj. fi ^Jl itj^JI ik^JI 
.iA^jJI .LLI ^ 


Powerful Sound with APM Woofer. 

Naturally, all of these advanced compo- 
nents require the best speaker system 
available. Sony has chosen 2-way speak- 
ers featuring APM flat and square woofers 
for their highly accurate sound reproduc- 
tion. The FH-7 mkii is compatible with Com- 
pact Disc Players, for brilliant digital sound 
performance. 

* APM Ci ye Ci\ySaJ ^$ji Ciye 

i.JufaJI vaLjUI JS J o. 
C.jL>l AaJ • jiyua C.L L. IL. JaaI > — IL" . . 

•aJj-SL. caLL -^y. 

g.lj>.l JLc Jj^jJJ A*-JCJ APM C.ye 

FH-7MKII jL-J' ^ 

JjAL>JJ , AAaAoJI A.LIjtau.VI £ Li^— e 

• £ x j l LD ,lj1 u 1 * 


EBP-78MKn 

The optional DC power supply unit, 
EBP-78 mkii may draw power from conven- 
tional or car batteries. Available in red, 
black, or light silver. 

_,LJL EBP-78MKII 

oLjUv J ‘S \ U ' M ^ - 

•ujuji 0> ui ^ 
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W Component Systems 

U;\ 


An Exciting 


240W 


of Peak Music Power. 



13 


scanned by: Asim Bijarani 





FH-3 




240W in a Compact Size. 

The FH-3 fills your listening room with the 
steady power of dynamic audio entertain- 
ment With 240W of Peak Music Power 
Output, it delivers non-stop sound on a 
very large scale. 

• jvAo (xx» ,J kl 3 

iyL %. FH-3 jl^JI 

iji I 

3tf bye tlj ,ilj Y i • £y»- 

• Ia»- jb-£ iSJ-J >-»Sy 

Non-Stop Auto-Reverse Deck. 

The auto-reverse cassette deck ensures hours 
of uninterrupted music. A back-panel 

switch also provides 
the choice of either 
one-cycle or continu- 
ous tape play. In- 
cluded are Sony’s 
LaserAmorphous 
head, AMS (Auto- 
matic Music Sensor), 
Auto Play, Dolby B 
NR, and a 3-position 
tape selector. 

• Joujil} £ L>jl 

-k,yJ 1 £ U-jl "«-~U , j o__IS_,Ly». 
03"** ^IcLJ 1 J t &?". la^ji 

jLi>l clJlJUJI xx-yLM ^.bix, ' ^tki.1 
• j a . ' ;... a JI J _ . It ^1 «Jh>lj j j) jJ Jx, yiJI J_ ; - 

, a-j>b j-* j>J u-'j ijle jlyeJI 

uSLsl.^SlIy.L^'illSo^.,) AMS 

UB-lj J (.Ik. . J-ji; . ( (jif-j.JL 

£ u,t_ T 



5-band Graphic Equalizer. 

The built-in 5-band graphic equalizer 
allows precise tone control in order to 
shape the music to suit any taste. Enjoy the 
finest sound reproduction from prerecorded 
tapes, or create your own specially equal- 
ized recordings. 



• iu»y > otstk; — o jj JjUo 


— o iS j uk-l-S 

'*j~ i> ijM- 4 * a '®® iss 

^ Jl ^ ^yeJI 

0* e-j-xL) j J S 

fi . l^.l ..-x— •: ^U1 kilyJI 


2-Way Speakers Plus AC/DC Power. 

High-fidelity 2-way speakers reproduce 
every musical nuance and detail with eye- 
opening realism. Whether choosing the AC 

H adaptor, 10 D-size 
dry-cell batteries, or 
Sony’s optional 
DCC-16AE car 
battery cord, that 
great sound keeps 
coming, hour after 
hour. 

/ y»i.. u jLj-i t fl ljt . nl ,jSuw 4 xjLj oliL 

JS iijJI iju .LxjVI iuiU 

kail, c 0-UoJL ^1^1 

jLJI c>o-l <ly- 

— a. U- 

cr'>~ ^ilL, « D 
oLL • «jL — H kjlkJ DCC-16AE 

■ uLixuL , g\j OyO (^l 

FM Stereo/MW/SW,. 2 Tuner. 

The FH-3 features broadcast reception ver- 
satility that’s hard to beat. FM/MW/SW,. 2 
broadcast enjoyment is available with SW 
fine-tuning for precise reception. Easy-to- 
read tuning scale with red stereo and 
green tuning LED. 



• FM jbjJub/MW/ SW,_2iiJlja3l^. 
^Ul JUi_L FH-3 b 

^ I . a_U jycJI >-.«*>, x— IjxJI 

. FM/MW/SWi- 2 ^.U r JI jk oUlj^lL 
Jyxxil SW ixjJJ ijjl r f (k; i>j, 

acl^xJI jly>di 3 . (3-i.J Jl ,t2 — I 

^ o^b (LED) ‘y^SS i*UI j^IjJL 
•“J 1 *-! 1 09*3 Xs—M O*** 

PS-Q3 

Optional Compact Turntable. 

Optional PS-Q3 Compact Turntable is 
designed to match perfectly with any 
FH-7mkii or FH-3 system. Available in three 
colors. 

l5jl*i»l £voJu> obl^k^l J U^> 

PS-Q3 ^UiVl e . J xJlo,bl i k.yij4^. 
FH-3 

. 0 l^i iiib ji\yL, . FH-7MKII 

■PlippieiiUL iii,^ 
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V Component Systems 


Sony-Matched Components for Thrilling 
Sound Realism. 


The Super Session series combines a hand-picked selection of Sony's components for optimum sound performance. They feature all the state- 
of-the-art technology and convenience you've come to expect in a Sony. 

U-a-jJ) ;<T - U J-.VSJI ,^xU Ji»j . Jx.V' yJ>- (y SjUi. iJJu» {J is. J.~-~ yy Zyy>^\ It. y^, 

■ 1^3- *>►?' i> Cov^>' 


The Super Session 6000 



Asim Bijarani 


Total System Control for Complete 
Music Enjoyment. 

The RM-S410 System Remote Controller 
combines total remote control operation 
with timer functioning and direct function 
control. At the center of this system is 
Sony’s TA-AX410 Integrated Amplifier which 
delivers an impressive 70W + 70W output 
(at 1kHz). The TC-FX510R cassette deck 
features Roto-Bilateral auto-reverse record- 
ing and playback. The PS-LX410 turntable 
features a quartz-locked direct drive motor 
and low-mass tonearm for superior track- 
ing. Alongside these components stand 
Sony's amazing APM speakers which fea- 
ture revolutionary flat and square dia- 
phragms to meet the demands of digital 
audio sound reproduction. 

WM JUi-l J»l o. jl**JI J.\S 

\t » RM-S410 fS>cJl J*— 

J-Lioj ojiyjl <•» A*, J.ISJI | ^L>aJI 
li* jSj. ±>-y • J- 1 I iji yU* 
J.K 1 JI TA-AX410 ^y. r lkJI 

±>\ } y. UkjAi o-^axJJ ijiy iyi Ja*, ^jjJI 

jW ^ 1 ■^*) Y • + 

J**-=JI V-U< TC-FX510R - — ISJI 

oU,k_yi ^ . LSLiLjjji 

_ fSkJI VU1I ••jlj’f jyy* PS-LX410 

daaiLa^aJI A—. ! >- jAjl^SJL 

iiAJuJl APM ol(L . objSJI 


TA-AX410 : Amplifier 

ST-JX410 : Tuner 

iiJi r jW 

TC-FX510R : Cassette Deck 

PS-LX410 : Turntable 

,_UjL_V1 J_*„ j!^, 

APM-707AV: APM Speaker System 

APM ^=J1 ^\Js. ^Ik, 

RM-S410 : System Remote Controller 

J 1 1 a I A i 

SU-S200 : Audio Rack 

iyJW J.U 
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The Super Session 

3500 

Versatile Functions and Simple Elegance. 

The Super Session 3500 delivers 40W 4- 
40W (at 1 kHz) output power from the 
TA-AX310 Integrated Amplifier, which fea- 
tures CD/AUX inputs. Add a quartz-synthe- 
sized tuner and a quartz-locked direct drive 
turntable. The SS-S350 2-way speaker sys- 
tem delivers superb sound reproduction. 

.'iLi/ubljijJw jJIAj 

llj J . + A I, i . 3500 

J.IS-JI o. 1 

JUjI e-Uii j-i- . TA-AX310 
UU • CD/AUX^Vl^'VI / i~ J -JI oU,U-YI 
iiijJI iiJIjJU fjl £ oJV lib J' 

. i^U ijljl ^LI^A-I J^_ ,1*^, 

SS-S350iiU_ij-j- 


TA-AX310 : Amplifier 

r 4 -** 

ST-JX310S: Tuner ^ 
TC-FX210 : Cassette Deck 

PS-LX311 : Turntable 

obljk-lll 


SU-S110 : Audio Rack 

J.U 



The Super Session 

2700 

The Start of Something Exciting. 

The Super Session 2700 combines a big 
30W + 30W (at 1kHz) of output power with 
a 10-key direct access receiver, convenient 
cassette deck, and a high-quality turntable. 
The SS-490 speaker system rounds out the 
Super Session 2700 the Sony way for 
exciting music enjoyment. 

.ijtrsiiJ.v 

+ Aij r • c > 2700 ^,-Ji ,l^Ji 

c (j=j*^St ^)AI,V 
, fill. ,_^_E 1 . , J^iJI 

„UL_ flk. ^ 

£ U~ . 3U 2700 SS-490 


STR-VX10S: Receiver 
TC-FX210 : Cassette Deck 
PS-LX210 : Turntable 

SS-490 : Speaker System 

^UU_ f lk; 
SU-S110 : Audio Rack 

J.U- 
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Cassette Decks 

Unexcelled Technology and 
Exceptional Convenience. 




TC-K555ESII 

High Precision and Unbeatable Performance. 

The unique discrete 3-head design with Sony's LaserAmorphous 
head permits unexcelled flat frequency response. Quartz-locked 
direct drive motor with a closed-loop dual-capstan mechanism. 
Dolby C. The digital linear counter can indicate both the time 
elapsed or the time remaining on a tape. 16-segment peak program 
meters, and adjustable bias control. 


• vSjU.'i iblj iJL ii-i 

j-j jjJ- i*o*'j 

_ fZ*. i/U AjIaI jyy • iiili aa-jJ* a^.JI L 

. C • Aili. « jil A i$A urbi ^b--IS £■ 

^i^JI c^pi ,t u^ii-JI o. * u-jJI ^LiJI Jo-JI o -1 

Ji-i ^ < *>» n o-ljl^t ..k^l y, 



TC-K666ES 

Sony Defines the Tape Deck. 

The performance of the TC-K666ES can 
only be described as superlative. Sony's 
LaserAmorphous head and Dolby C. Dis- 
crete 3-head design. Quartz-locked 
3-motor direct drive and closed-loop dual- 
capstan mechanism. Dual-speed FF and 
REW functions. Adjustable bias and record- 
ing level calibrations. 


. iili. ijt\* uiLi 0 h_l S iJTj p jljSJL _ i ,>& L. ijljl 

ij-U, U VK.I • oliJIj r L,‘^J -i^^JI iSyJJ i-iLs 

iSy—3 ‘ 


. ISJI j U->J tij jJLj 

. .lit L JS JLt jyo. a;L TC-K666ES .’Ll ok- 
- t •u-iij-r * c f j* 4 jj ^ 



TC-FX510R 

Roto-Bilateral Auto-Reverse. 

The TC-FX510R features LaserAmorphous head, Roto-Bilateral auto- 
reverse recording and playback with 5-cycle capability, and auto- 
matic Pre-End Reverse for continuous music without interruption. 
Silver or black finish. 

• olj^oJI (^0 AAi> £0 jljj— uSojlojJjl ySc 

^Ly;,l ^ u-U TC-FX510R jWJI>~~ 


TC-FX410R 

Auto-Reverse for Non-Stop Music. 

The TC-FX410R features Roto-Bilateral auto-reverse recording and 
playback, LaserAmorphous head, Pre-End Reverse, AMS (Automatic 
Music Sensor), Blank Skip, Auto Play, selectable Dolby B and C 
noise reduction. 

• J jo fA. vVi ) LSluU^ijl k J J-~ II ^ — " 

JjjjJI i-sUiJI i^ } J* Aity^L TC-FX410R >~ 
d Ujl .i , j 3 L» J>f J ^i, . .Lsl IAsU^I -kytJI ^ 

Ju, Ail^l, . a^V J' aW J-j 


Jt J»l y, Ai-lj-J J-j> Ja-^JI cJjjA 

. ^ a \ A,.! 0 ipi . 0} , 


VI ii»,) AMS J 
J-iiJIj , O.Uty»JI i 5 Jl«A a 
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Closed-Loop Dual-Capstan Drive 



TC-FX707R 

Tape Decks Enter the Digital Age. 

The latest microprocessor circuitry has 
been incorporated with Sony's sophisticat- 
ed audio technology for a radically new 
approach to the design of an auto-reverse 
cassette deck. Sony’s famous LaserAmor- 
phous head delivers outstanding frequency 
response with wider dynamic range. It has 
been incorporated into Sony's Roto-Bilater- 
al auto-reverse system which provides pre- 
cise head alignment in both directions. An 
infrared sensor spots direction in only 0.5 
seconds for Quick Reverse that can barely 
be heard. The ASP (Audio Signal Proces- 
sor) 1C enables Digital Level Monitor opera- 
tion, which displays excessive recording 
levels in dB reading for quick and accurate 
manual recording level setting. The Auto 
Attenuator allows proper recording levels to 
be automatically maintained and the Auto 
Fader gives professional 5-second fade-ins 
and fade-outs at the touch of a button. 
Store your most commonly used recording 
settings in the Audio Memory for one-but- 
ton recall. Function Memory allows you to 
program and store up to 8 sequential FF, 
REW, and counter reset functions. Other 


TC-FX707R features include AMS (Auto- 
matic Music Sensor), Music Scan, auto 
tape selector, Blank Skip, Dolby B and C, 
automatic input selection, and much more. 


. iiA, Lj-v J-V- -i v - = d 

Ia* ikiUJI JLI v__U 

LSkLy.^'' 

0,^5 — Jl jJij, Jji. . a 1 J 'i — »_L. 

^ <SJU Jo- l^JLoJ 

^ . A* l, } \y r 4JU— I i jSljJI 

A ^ J—JI 'dJ 

, REWolUU. FF f L‘iUivbu r l^ 

JaAiA . ok_i i aIaaj 

^ TC-FX707R jW_»JU ^UiJI 
kj-l— j-[ iJL»-j) AMS a^>j 
i*,kiJI ^ , ( vk-jJI k,kiJL 

f lk- . LSkL^Uv^J! t y 
k^J,A f Ik , ^ iJUJ! 

c-ljliiU ySkLy-jl jU^I f lk- . C , B 

.aUa 0.^3 .vUIjJI 


^ISJli^i 


. (aiijSri 

ff i/lj aao -1 JUaI ^ Ail 

JJaj iS>J ijjkJI _L II 

<> -v-^ 1 

. ofcUjijMl yXJI M»U 5 A va^-IS jLe- 
uM W-’J'k" LgjyL j-vll j^JJ 1 ia-J-O-'j 
JGjkSA. ojUlll, AAjiU iJI— vUA-i 

^UjiU (.Ik. kji l«-Jv.A y. Ai) . 

kiAJlj oWSH ^sLa /,aJI jauJI ,a oSk-L^I 

• )jS ijS OJA- kj-tjJI oljU-a-. — 

A. Ao*jJ djaaJI AV iviS/L 

jaII £.j II kia i-jL . jo u» oUcVI 

• iilL o— j— x - zS j-- ... . 

oJUSaJI o/IaJ! 
iA>j) ASP *yrli 
(iijkl •ijli'sll A-LJLj 

iS-kJl 

•iAilj oLy— 

J^aIL JewilJ 
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TC-FX705 

Includes all of the fantastic features that make the TC-FX707R such an advanced 
product without auto-reverse. 

. I e I TC-FX707R ^^Jl Iaa 

• LaSLi/U^^i Jxo j.*~ ) I aUcI a.,. - o U- 
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I Cassette Decks 



TC-FX310 

Operating Convenience and Sound Fidelity. 

The TC-FX310 is a feature-packed deck offering excellent sound 
quality along with feather-touch operation, Dolby B and C, Cue and 
Review, and convenient Auto Play. Black or silver finish. 

• JeiU JjILo CjyOj uw L m J i t ... ' 
J~l; c-UuJI ^ ijU TC-FX310 

a f liu , ouiiJI ^JJL o. Vfl* by, 

^ c^JI ,C,B 
.Lit ^JLJI 
o.U.11, (.U’kl 

J^JI Jl iiUVL 
UJI JJL^I 
jl Ay.1 jlyjl 0 I^JI 



TC-FX210 

A Basic Value with Feather-Touch Control. 

High fidelity recording and playback with an array of useful features 
including feather-touch operation, automatic tape selection, Cue and 
Review, and Auto Play. Black or silver finish. 

• , 'i , ?■■> j 1 i L io-kii 

Ji* i*ljl cUuxJI ^ A.X* £. JAAaJIj J-~_ Jl 

^ c-JI.LfcL^l.k^l t y jL^I .oLJLiJI^L J^l 
• Lit . . I 

olUji, ^lSu «s>. WM 





Continuous Playback of up to 10 Cassettes. 



MTL-10/JL-10 

Nothing offers long-playing convenience 
and high fidelity like the MTL-10— Sony's 
auto-reverse, playback deck. It is program- 
mable to play up to both sides of 10 cas- 
sette tapes automatically. When 60-minute 
tapes are used, you can enjoy 10 hours of 
continuous music. The Blank Skip function 
rapidly shuttles the tape past blank spaces 
of more than 10 seconds for uninterrupted 


listening, even those cassettes with latter 
sections unrecorded. Other features include 
memory preset of playback sequences and 
repeat play (up to 10 times) 
of the same cassette. 

And the JL-10 
cassette maga- 
zine serves as a 
convenient stor- 
age case when 
not in use. 
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W Turntable Systems 

oU>_y> i>*,\ 


Front-Loading Turntables Even Fit 
in the Middle of a Component Stack. 




PS-FL9 

The Convenience of Programmed Operation. 

With a front-loading slant-panel design the PS-FL9 features the con- 
venience of random memory play. It’s possible to preset up to 15 
music selections from a single LP in any order you like. Linear-track- 
ing tonearm with quartz-locked direct drive motor for super-accurate 
rotation. Fully automatic operation. 430mm width. 

• £V4 jJVoJ I I 

JL»c_L PS-FL9 . ^.iSlt J^»kU JiL cy } ? 

5-1^ )o jUi-V Lk_ *k^ ^sljl ^ i/lk J,.o,.l.l f «}k 

c-lift kj-i jljj isl ^ iS-jUVl LP i-k-j. 

O' ijljl/l jyy £4 uJaJ- £.k; ^ v^yoJI 

• (“ £T* J>j* • J.IS J-kO .AijJI — kti o*JJ J 



PS-FL99 

Programmed Play in a Compact Size. 

Convenient random memory play of up to 8 selections is also fea- 
tured in the front-loading PS-FL99. Linear-tracking tonearm for clean, 
undistorted sound with excellent stereo image. Fully automatic opera- 
tion, easy-to-use feather-touch controls. 355mm width to match com- 
pact component systems. 

•poAo fajo- JU1J-W Jkki 

O* U>jLii.l g°ly A kilyi* i jSIk (vS^L J._. « .■■■■ La-i jjl iji, 
e-lik k_ t \j a aa-*. . y.LS/1 ^la PS-FL99 

• (■—=■' ^5-° >*5 sak jjk K Jo± £-k; ,ji 

,jSk ^kUL fSLoJI ^-.Lu . J.K J-k" 

»a.Lj£JI kk.i ^ y oo — . 



PS-FL7 

A New Slant-Panel Design. 

With the convenience of fully automatic, front-loading, slant-panel 
design, the PS-FL7 features a quartz-locked direct drive motor and 
a linear-tracking tonearm for precise sound reproduction. 430mm 
width to match standard component systems. 

•*Jalo fV .i n . V i 

. ^.LSM J*->kLJ Jikll j-jill . J.KJI 

ty-y PS-FL7 

o* <aA» • O* *a.Uk k_i 

.i^kUl vi.Lj£JI ikai jy . 



PS-FL77 

The Linear-Tracking Biotracer. 

The front-loading PS-FL77 features Sony’s Biotracer which effectively 
damps tonearm resonance and elicits the finest performance from 
a wide variety of cartridges. Linear-tracking for minimum sound dis- 
tortion and optimum separation. Fully automatic. 355mm width. 

• ykkk gV *■’. j U . t . ' i... I ) - LlO I 4 Jv> j 

^y. j\^ ±y.y ^ LM I J-^JI aja PS”FL 77 iaaajJI 

k . 3 aJls9 iiLjk e-j-JI aakk k-0> ^l_,a ^ a^iv, jaJI tSj-jJI 

^3 C*yo . jl oLk k~a . £±.y£i\ ^ 4 yS iJL. Sk; vk-Sn elaSlI 
fS>C, . JUvial isfjj JjavsJlj ^yjl IL.ySZ JJk J=-l ^ Jm- 

• (“ Too < J*IS 


scanned by: Asim Bijarani 


20 


? Turntable Systems 

oUljk-VI J-iAj Sj+J 


Sony Excellence in Turntables. 




PS-X555ES 

Biotracer and Linear Tracking. 

The PS-X555ES employs Sony’s linear- 
tracking Biotracer tonearm to damp out low 
frequency resonance for better separation 
and minimum modulation distortion. Total 
front panel control includes electronic stylus 
force adjustment. The linear-torque BSL 
direct drive motor uses both a quartz-lock 
and Magnedisc servo control to deliver 
smooth rotational precision. 

u KjhVi 3 3 4*5*1 
PS-X 555 ES 

•>. I I dbA&aJaJl Ll-lj Jj^JI >. ,..l Jai* 

-ok. ^ Jii 3 JUi-iU I+J* J-*t JL 
•ki J* i-,1,^1 i»jJL)l ^ J.ISJI jl ,1k 

j*^ji s*i -*,u 

h'W jyy 
JBSL iy.LJI 
y «UJ>- f >J 1 
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PS-LX510 

Linear Tracking and Quartz-Locked Drive. 

For maximum performance, the PS-LX510 features a linear-tracking 
tonearm and a quartz-locked direct drive motor with excellent rota- 
tional accuracy. Fully automatic operation including automatic start, 
return, and repeat as well as automatic record size selection and 
audio muting during start and return operations. 
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PS-LX410 

Quartz-Locked Precision with Fully Automatic Operation. 

A turntable designed for superb sound performance with a quartz- 
locked direct drive motor. Fully automatic operation for total conve- 
nience. Feather-touch controls for easier operation. The PS-LX410 is 
equipped with Sony’s straight low-mass tonearm for superior track- 
ing characteristics. 
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PS-LX311 

Performance with Quartz Accuracy. 

With a quartz-locked direct drive motor, the PS-LX311 is an affordable 
turntable with the performance of higher-priced models. Semi-auto- 
matic operation. Sony’s straight low-mass integrated tonearm 
enables optimum performance without bothersome adjustments. 
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PS-LX210 

Direct Drive and Simple Elegance. 

Even our basic turntable offers the performance and reliability of 
Sony’s direct drive system. The straight low-mass integrated tonearm 
provides precise balance adjustment. 
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r lkJ iJLJI isuJIj d-L oLI^VI U- ..I I LjL^» ^ 

J.ISLJI .i^iLJlijIoVliio ^ 

• J JxaaA, A SI 4-->x 'A H C^waJI 



PS-Q3 

Its compact 215mm width lets it 
fit into places where other turn- 
tables can't go. Silver, black, or red. 
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T4P: Cartridges with this mark are designed for one-touch 
plug-in replacement and are fully interchangeable regardless 



PS-LX55H 

Fully Automatic with Quartz-Locked Precision. 

The PS-LX55II incorporates Sony’s quartz-locked direct drive motor 
and linear-tracking tonearm. Operation is fully automatic including 
automatic start, stop, repeat, and disc size selection. Compact, 
355mm width. 
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PS-LX30 

A Blend of Simplicity and Performance. 

The PS-LX30 is equipped with Sony’s linear-torque BSL direct drive 
motor for rotational accuracy. Fully automatic operation and straight 
low-mass integrated tonearm. Compact, 355mm width. 

eloSf 1 icjjS iLLdl ,>0 
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XL-MC1 

Moving Coil Cartrid 


XL-MC104P XL-15B 

Moving Coil Cartridge. Moving Magnel Cartridge. 
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TA-F444ES 

Perfect CD Compatibility. 

The TA-F444ES features a dynamic range exceeding 120dB, THD 
less than 0.004% thanks to AUDIO CURRENT TRANSFER and 
LEGATO LINEAR amplifier construction, and channel separation over 
lOOdB. Surpassing the capabilities of most amplifiers on the market 
today, the TA-F444ES lets you enjoy the realism of digitally recorded 
sound without losing a single nuance of the music. 
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ST-S444ES 

Unsurpassed Quality. 

The Direct Comparator circuitry of the Sony ST-S444ES FM/AM tuner 
performs PLL comparisons at a frequency well above the audible 
range, achieving a spectacular S/N ratio of 91 dB in mono and 88dB 
in stereo. Random memory presets of 8 stations. AUDIO CURRENT 
TRANSFER for an extremely clean audio signal with an impressive 
60dB of stereo separation. 
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TA-F555ES 

Thanks to AUDIO CURRENT TRANSFER and LEGATO LINEAR circuitry, the 
TA-F555ES delivers digital-era performance. With 100W + 100W (RMS) at only 
0.004% THD, it delivers an incredible dynamic range of 120dB and an amaz- 
ing channel separation of lOOdB. 

. LECATOa-kjJI cljljJI jl_ _Ua. 

.W TA-F555ES 


TA-AX500 

Featuring performance to match today's digital audio sources, the TA-AX500 
offers a big 80W + 80W (RMS) of pure output power with only 0.008% THD 
thanks to Sony’s exclusive AUDIO CURRENT TRANSFER and LEGATO 
LINEAR amplifier construction. 

iy TA-AX500 ylfc . fJ JI i-J^yJI _y=J' jjU. (±1, «ljt ja 
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TA-AX410 

Sony's exclusive ASP (Audio Signal Processor) circuitry makes possible pro- 
grammable memory operation with two acoustic memories plus remote con- 
trol capability with the optional RM-S410. Exciting 50W + 50W (RMS) output 
power and LEGATO LINEAR construction. 

J-*~ C • \X)r ^ .x>,) ASP -',WI 
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TA-AX310 

The TA-AX310 delivers 32W + 32W (RMS) of output power. The Block Dia- 
gram Communication Display shows operation status with colorful graphics 
for fast and easy verification. Exclusive CD input jacks. 

y-jJI ^ . ( _U. / JUa_ya T T + J»'j TT £;>>• »ji TA-AX310 .i>^l Jaua. 
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ST-JX410 

The FM/AM quartz frequency synthesized tuner allows tuning ease at a touch 
of a button. Convenient 3-way tuning including auto tuning and Auto Sweep 
for FM. Memory Scan and 10-station memory presets. 

• j-— >jljSJI o* FM/AM wUyJJ cJj ->yjl vjJly 
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ST-JX310S 

A multi-band FM/MW/SW,. 2 quartz frequency synthesized tuner assures drift- 
free reception. Convenient 5-station presets for each band and an auto FF 
function to make SW tuning quick and simple. Feather-touch operation. 

FM/MW/SWl-J ...SAuJIyyJl^lkJIyA . y,l,£JI ^ y,SJI wl-lJyJI aiJIy y—, 
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E Packaged Hi-Fi Component 



All-In-One Packaging for One and All. 



cph400 


CPH-400 

For those who enjoy putting together a per- 
sonalized sound system, the CPH-400 
comprises three terrific Sony components 
that have been specially matched for 
impressive sound performance. Take home 
the all-in-one package, connect the com- 
ponents to your favorite speakers, and 
enjoy fantastic sound. The amplifier features 
260W Peak Music Power Output. Feather- 
touch tape enjoyment is provided by the 
cassette deck with Dolby B NR. The 9-band 
graphic equalizer has separate left/right 
LED-equipped controls to let you shape the 
music the way you like it. It's an all-in-one 
component selection that becomes the 
center of any fine sound system. 
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Take Home Hi-Fi 


Every Sony Take Home Hi-Fi delivers music excitement in a package that sounds good. And since the components form a single package and 
have convenient carrying handles, they're easy to take home. 
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• 260W Peak Music Power Output. 
•9-band graphic equalizer. 

• Feather-touch cassette deck. 

• 430mm standard component size. 

•jsl 5 tv tr° 
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HOME 
HI-FI 


■240W Peak Music Power Output. 
k « Non-stop auto-reverse cassette deck. 
■Built-in 5-band graphic equalizer. 

AC/DC power operation. 
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• Easy, one-touch function selection. 

•Built-in 5-band graphic equalizer. 

•4-band quartz-locked synthesizer tuner. 
•Synchronized recording possible. 
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cph400 


•280W Peak Music Power Output. 

• Non-stop auto-reverse cassette deck. 

• Speaker system with APM flat and square woofers. 
•Built-in 5-band illuminated graphic equalizer. 
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S Speaker Systems 


APM Speakers for Perfect Digital Sound. 



APM-55W 

Full-Range Sound Realism. 

The APM-55W features superb 3-way per- 
formance in a bookshelf-type speaker sys- 
tem. 4 separate armatures linked directly to 
the voice coil drive the flat and square 
woofer over an extended excursion range 
to deliver powerful, tight bass. The flat and 
square aluminum honeycomb midrange 
driver has been constructed of special 
materials to deliver crisp midrange with 
unparalleled clarity. Extended high range is 
assured by the flat and square tweeter with 
titanium laminated skin. Maximum power 
handling capacity of 200W. 
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APM-100 

High Fidelity Portable Speakers. 

The APM-100 2-way speaker is 
small, yet powerful. Its woofer's 
77cm 2 flat and square diaphragm 
drastically reduces turbulence 
caused by the cavity effect and 
split vibrations which beset cone- 
shaped drivers. The result is excel- 
lent sound clarity and naturalness. 
Maximum power handling capacity 
of 60W. 
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Speaker Stands .•■■!<■ i-.n J„i- 

I , WS-1100 a. . 

l— l WS-3300 
T^n WS-5500 


WS-300 

WS-500 


WS-300 ► APM-33W 
WS-500 ► APM-55W/77W 
WS-1 1 00 ► APM-707AV 
WS-3300 ► APM-33W 
WS-5500 ► APM-55W/77W 
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Sony’s APM (Accurate Pistonic Motion) speakers 
represent an entirely new design concept that 
frees them from distortion inherent in conven- 
tional speakers. The diaphragms are square to 
reduce “ split vibrations,” with multi-point drive to 
reduce their complexity. They are flat to avoid 
the "cavity effect" common to cone-shaped 
speakers. Diaphragms are 
made of aluminum honey- 
comb 1,000 times stiffer 
than ordinary cone paper 
to reduce undesirable vi- 
brations. APM speakers 
reproduce even highly dy- ( 
namic digital sources withS 
striking clarity and presence. 
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APM-77W 

A bookshelf-type 3-way speaker system that's all APM, with perform- 
ance comparable to floor-standing studio monitors. The flat and 
square woofer is driven by 4 independent voice coils with direct 
dual-surface drive for outstanding low frequency response and reso- 
lution. Maximum power handling capacity of 200W. 



APM-33W 

Our most popular APM model. The 2-way design provides excellent 
stereo imaging. The flat and square speaker design assures razor- 
sharp definition with no dips and peaks in frequency response to 
interfere with the high fidelity sound. A built-in circuit breaker protects 
the tweeter from overload. Maximum power handling capacity of 160W. 
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APM-707AV 

Sony's first APM speaker especially designed for audio/video system 
use, the APM-707AV features a magnetically shielded driver unit to 
prevent color distortion, a problem when conventional speakers are 
placed next to video monitors. The 2-way configuration with ABR 
(Accurate Bass Radiation) passive radiator ensures excellent repro- 
duction of digital and hi-fi video sound sources. Maximum power 
handling capacity of 100W. 
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APM-700 

A compact APM speaker with big- 
speaker power and performance. 
Incredibly rich bass from a bookshelf- 
size speaker. Max. power handling 
capacity of 160W. 
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APM-500 

APM drivers can also bring out the 



Their flat and square diaphragms 
deliver pure sound reproduction. 
Maximum power handling capacity 
oflOOW. 
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V Speaker Systems/Program Equalizer 

pljJt JjU»/c»UL~ 


Match Your Sony Component 
Sound to Your Listening Room. 


Powerful Sound in a Choice 
of Sizes. 

(,U>YI 



SS-S350 

A tall floor-type 2-way system 
with a maximum power handling 
capacity of 60W to deliver 
impressively brilliant and power- 
ful reproduction. 

b/ b»*> J-Iji-Vilj "l. 



SS-V30 

This compact size 2-way system 
features improved crossover for 
higher definition of mid- to high- 
range frequencies. Maximum 
power handling capacity of 70W. 
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SEQ-555ES 

The frequency response of your audio system is 
greatly affected by various factors in your room— 
its size, the amount of furniture, the position of the 
speakers, and your own listening position. In other 
words, the chances of attaining flat response are 
almost nil unless you have an equalizer like 
Sony’s SEQ-555ES. 

The SEQ-555ES automatically analyzes your room 
acoustics and compensates for it in a matter 
of seconds. You need only connect the supplied 
microphone and place it at your preferred listen- 
ing position. A pink noise generator sends a sign- 
al tone through your speaker system which is 
picked up by the microphone and fed back to the 
equalizer. 4 equalization curves are memorized in 



the SEQ-555ES for use at the touch of a button, 
according to the type of music. 4 additional 
curves may be input manually. The built-in spec- 
trum analyzer indicates the sound field of your lis- 



tening room accurately. And the Wireless Remote 
Commander gives you complete control from 
your favorite listening spot. 
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1 Esprit Components 


Sony’s Uncompromising 

Audio Components of Lasting Value. 




TA-E900 

Preamplifier designed with Sony's simple 
and straight signal path principle. 

ur* '•V uM pi p pi-~ 
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TA-E901 

Preamplifier similar to the TA-E900 featur- 
ing exceptional sonic quality. 

TA-E900 fA-. 
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TA-N901 

Prestigious Class A stereo amplifier crafted 
with the same Sony amplifier technology. 

us o* e i ’j *--r~ r*-** 
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TA-N902 

MOS FET stereo/monaural power amplifier. 
Generous power output: Stereo, 150W + 
150W; Mono, 300W. 

iji MOS FET <sy> p-*-^ 

: yiy , Ja\) \ a • + J»lj to- : *jb-£ 


SE-P900 

Extremely low distortion stereo acoustic 
equalizer to control frequency response. 
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TA-D900 

Electronic crossover network for use in a 
multi-amplifier drive system. 
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APM-8 

A 4-way APM speaker system with an extraor- 
dinary capability to recreate music as it was 
recorded. 

ijjjjo APM oUL f Ik 
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APM-6 Monitor 

A 2-way APM speaker system delivering ex- 
ceptional sound definition and stereo imaging. 
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APM-4 


k 3-way APM speaker system featuring Super 
)val cabinet design for smoother sound radiation. 
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Walkman 


Sony’s Walkmans Give You Carry-Around Sound. 



supE R ufiLKmnn 


SUPER WALKMAN 
WM-20 

Super Small with a Super Sound. 

The world’s smallest, lightest Walkman, the 
WM-20 features powerful stereo sound in a 
package no larger than a cassette case. 
Thanks to Sony’s ultra-thin BSL motor, the 
WM-20 is just 4.5mm in thickness and 
180g in weight. The motor delivers constant 
torque and vibration-free tape transport on 
a single 1.5 volt battery. New MDR head- 
phones provide the bright, clear sound 

3*3 • fJLUl i£» 0^3) 
o* LJL iyi ^ 

o- jrr ^ ^ II 

BSL d> JI 

WM-20 LU 0 U.^^I Jl_ 
j^jJI uU, ./SIV (U U- r 

^1 iiUKL 0 l ja ^ fjs. i y 

jU cri* ^ j, 

^.IjJI c,LL» JajO ..kly 1 J 0 

jW O' , u-»l a b^ MDR 

. uJU jU=0 ,^-JI 0 LS„ 
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SUPER WALKMAN 
WM-F20 


The WM-F20 com- ■ 

bines the ultra-corn- I 
pactness of the Super w 

Walkman size and ^ 

features with enjoy- 
able FM stereo sound. 
With the FM tuner 
tucked away in the 
cover, the WM-F20 is i 

just 1.5mm thicker and j 
20g heavier than the / 
Super Walkman / 
WM-20. 

• Dolby B • Metal tape com- ft 
patibility • Auto shut-olt (PB)/ f ' 
Auto power-olt (FF and REW) / 


^ 4;L WM-F20 

^ v jU 
j»-=. *il J' iiUVL . 

■lyrj £• • FM jr-L^U 
.- U ... , cllajtJI Lj-. FM t-jJIyJI 

A_ iii r \ j0 -v>r WM-F20 J- j,JI 


A Small Package with a Lot of Value. 

Combining clear FM stereo, and AM radio reception, the WM-F15 
represents real value at popular prices. Dolby B and metal tape 
compatibility for clear sound reproduction. The WM-F15 comes with 
a detachable belt clip and color coordinated earphones. 

• Dolby B • Metal tape compatibility • Auto shul-ott (PB)/Auto power-ofl (FF and 
REW) • Available player/earphone color combinations: red/red. blue/blue, silver/black. 

WM^F15 yZ 

U Vv.j> 3**i WM-F15 ' jJ . AM s *>-. FM 

B flk; . w— L. y — ■} o° a-1* 

I jj> i-J JjuJI -kilj—JI J Uj . . i bS { 

*= aJLai (“'>*• 1 WM-F 15 £o t>A}l J*l>* ‘ ^jr° 

• j4-»JI £. lii-lis. oilc-LL 

.-j-JlitV-l 1 JU-l^-tS.1 • (.u,-jl) It JJ*J IS t Ik. ^ jl^JI • 
.S-Jlj. FF tX-U^jtjLJt PB ) oi-i-j-j' -> u -' • 

/ JJ> . _>VI L^J ylw J r V' • I REW olUJJ II 



Stereo 

SRS 


Speakers for Walkman. 

• 0^55 ^ k**' 

-20 

-size speakers. 

.o~.K)l oUL 


SRS-I 


F20 

-size speakers with FM/AM radio. 

-alj c-w— ISJi ^u>o- iy cub Lw- 

• FM/AM 

SRS-30 

Portable stereo speakers for 
Walkman. 

jler-LJ iJUj c 
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Disc Drive Mechanism 

yOjiH iJl 


WM-22 

Walkman for the Value Conscious. 

Bright and lively stereo sound in a compact 
tape player are the hallmarks of the WM-22. 
An excellent value, it is as affordable as it is 
stylish. Features include metal tape com- 
patibility, automatic shut-off in the playback 
mode, plus FF and REW for quick location 
of what you want to hear. Attractive shoul- 
der strap and headphones are supplied. 
The available colors are red, white or blue. 

. ijijiaJI jjjy jUSjj til 

ll^^-xJIJLiJJl 
_ ' -i • WM-22 
* J* .jJjl jSdl JU 
Jl kiljiJI JU,I i^iK.1 Ji* UJI 

oj loN L • go } ^ otaLl 

^jujij r u‘^u i^jlii iS_pji ji 
ji\y~ . vJI £ Li_yi wjlkJI ^Jl 

oUL-,^cS.LI ^ll> ( .l >a . ijL,jJI p 

j' --tJ' o 1 ^ 1 




WM-6 

An Option-Packed Value. 

Light and compact, the WM-6 
Walkman combines auto-reverse 
Dolby B. And the silver case is as 
bright as the sound from the head- 
phones. 


f lkij it. JT ^U- jl ii-b 3 Jt WM-6 ^LSJJI ii») • 

•O” ^-LL. y j-jL— II c^j-sJIS JL* j^»jL- 


WM-DDII 

Even Better Disc Drive 
Performance. 

With Sony’s famous DD (Disc 
Drive) system with Dolby B, the 
WM-DDII assures rock-steady 
tape transport. Wow and flutter 
under 0.08% (WRMS) for notice- 
ably improved sonic performance. 

• yOjill ijljL J*aii ‘Ijl 
DD j-^JI yy~ pUtl JjjJ Ijk. 

. B flk; <*. (oajjl ijljl) 
JU J-ac WM-DDII ij^JI 0 U 

o* J 1 '-tjjjij ^.jticJi . ^iji^yi 
.LI ( WRMS ) •/. .j.A 

• &>jt. 


WM-D6C 

The Professional's Choice. 

The WM-D6C is the choice of broad- 
cast and recording professionals. The jt y js 

quartz-locked capstan servo, Dolby B C . B l *V f U»J 3 >;jl 3 SJt,_ fSkJi 
and C, metal tape compatibility, and lj^ 3 i-itaJi i«l_Jl ju_i t*;K,l ». 
amorphous head provide crystal i, . .i ; .n ^ j i 

clear sound with fantastically low 
wow and flutter of 0.04% (WRMS). 

7. * y i o-* UU 

. ( WRMS ) 


Walkman Professional 

WM-DC2 

Sony’s First Walkman with 
Dolby C. 

Sony's Disc Drive system and a 
quartz-locked capstan servo, 
Dolby B and C, and an amor- 
phous head produce bright, clear 
sound. Wow and flutter are a low 
0.07% (WRMS). 

. C ^3 J joltu J* CH*- gL.1 o* 0*^33 J 3 ' 

— y t . — , ISJ I A-J jy y- yyi\ djl.il jelkl y JS JeA. 

-1j-r*-1 Jj j j 1 . . . 7— jJljj-ijJlj . C . B iJi- 4 1 Aj* 3 ^^ 


* ij-i-jJI^ CijlicJI i. 


le } “3-= 

. ( WRMS ) 


Walkman 
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wflLKmm 

WALKMAN is a trademark of Sony Corporation. 


WM-F9 

Sounds as Good as It Looks. 

The WM-F9 is a light, compact FM/AM cas- 
sette player that gives you a choice of crisp, 
clear radio reception or powerful cassette 
performance. And it’s a real value with up- 
scale features like cue and review, anti- 
rolling and auto shut-off found in Sony’s 
most expensive models. Available in a dis- 
tinctive gold- or silver-color case. 

.^IjJIJSi Ji. -*.»*> cVl 
r a. c^-IS jl*^. ^ WM-F9 
oLjLi. . FM/AM JULi'SH 
jLj JLjll-I ; L>L Ai ^ . oj3 JI 

. .IjL 0^.1111 

l^l^l ^ iA^JI .a«J iAA-JI WiJI 

Ji. £-l 3 ,jlk; (jie 

i> — ^L .OJUJI, 
o* . 0 ^JIi a JW | 1^3“ °^« J 3* 

• 3 1 - »*» >*• 


WM-9 

Bright and Portable. 

Small in size and light in weight, the WM-9 
delivers powerful stereo sound through the 
headphones for great listening anywhere. 

It's the affordable Walkman. 

• 4-Ld’ Uo jl^> 

•J=^- • OjJ- 1 ' ("-" i »a» 3 

>>* j*.A~ WM-9 

. jyJI 0 LS„ <J 



WM-R15 

Easy Stereo Listening and Binaural 
Recording. 

Full of features. It offers full recording and 
playback capability with Dolby B and auto- 
reverse functions. And the recording micro- 
phones are tucked in the headphones so 
your WM-R15 will record the same natural 
binaural sound you hear. 

iiijlL yy- CjyaJ J -Awoj f Li-I 

. ,j j V I : L— J Laju I 

«1jl iujlSei ly-il • I L «* • . ■ L »A» 3 

B f Ik; ? £ La-^ 3 J.K 

o Ly 3j SU o' *3 
0 U , ^ i jJ f oLL, ^ Aa-I^ 
0,-JI^ J^Ay. WM-R15 

. ,*L; jL i u f. i ^aJI u «„ ...kll 


Sports Walkman FM 


Sports FM Walkman 



' J 


WM-F5 

Sports Walkman for the Active Life. 

The WM-F5’s rugged shockproof and 
waterproof construction withstands 
rain, snow, and even an unexpected 
dip in a swimming pool. The ear- 
phones feature the same rugged 
construction. The tape player uses 
Sony’s famous Disc Drive system for 
stable tape travel even when sub- 
jected to bumps or vibrations. 

• ikii iL» o« ^-sLjJI jLSjj 
.U lj i-jSJI o.La^JLI f3 UJl WM-F5 v-Sj 
ia-L_JI p L» Iji giy. yA\ Jaji-JI ^JaJI • j k» . U AAjli*-. 

- jji As-ljA-j • tS^iJI yjyi\ Ia* . ■ 0 a\|I c,lt L_ 

ri»- ca,L Jii- Ja^yJ\ hSy- lt'3— ®j'a 

• o-ljljAafl ji ■ I- >-ll II 
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SRF-6 

Heavy-Duty FM Stereo. 

The SRF-6 FM stereo tuner packs 
exciting sound into a package not 
much larger than a cigarette lighter. 
Designed for rugged use, the case 
and earphones are waterproof for lis- 
tening enjoyment in wet weather. 

yy^ FM 
*>Jt uJI^JUa^Jj^ 
•iA» 3 e^aJI SRF-6 FM 

• jiUwJI acV 3 A^ji M i jgju* 

oiUJi .jliJi jUi_yu 
£ l^,yri^j <uj iojiiu 0 j\i aULj 
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I Cassette-Corders 


Sony Cassette-Corders Mean Performance and 
Quality. 




TCM-2 

The People’s Choice for Value. 

Monaural recording and playback in a 
compact design. The TCM-2 features a 
built-in microphone and speaker for han- 
dling convenience, 2-position tone control, 
and Sony’s one-button recording capability. 

A"., .a I ^tjjl Ajtow 
• yy 

-iyry TCM~2 aAj-jJI 

. A,., ^y. (.It-- 


TCM-10 

The World’s Smallest. 

The smallest standard cassette tape re- 
corder in the world, the TCM-10 is truly the 
king of the TC lineup. It uses the ultra-thin 
BSL motor for constant torque and excellent 
sound reproduction. The new Boundary 
Effect microphone captures sound from 
near and far with excellent fidelity. 

* f-JW L7* jUr? 

. (JUI ^ o*~1S ,~i 

JJL ^ipi^i TCM-10 jCjJI 
BSL jyy jt^ 1 'Li a^I^a. • TC 
r y. ^ J^JU oUa 3 ii^JI a, a; 
a*a* 0 y 3j S_. jy* } . g\j 

cJ^l-kibL !l 

.i*Jl 


TCM-6 

Compact and Packed with Features. 

Variable speed playback control lets you 
transcribe notes and messages quickly 
and easily. The TCM-6 has a built-in micro- 
phone with adjustable sensitivity and a 
2-position tone switch. Large speaker for 
clear monaural sound. 

• oljaaJl ‘utLjjaA. 

Jixi uLL^ ij^o. d u_yi ^ ^ 
. iJy-) e.lL»iLJI 

u;-> ctUIa 0 y }j z* JU TCM-6 iA^jJl 
-hi. Jl AiUMl. 0 C.. ... I. - 

isL- . l j S jus 3 _ lJA 'i»Ju ,ji ( '1> .. ' .. I I 

*c^'i 



TCM-3 


Sony's famous one-button recording 
plus cue and review for extremely 
simple operation. Priced within easy 
reach. 

yy ^ J^aJI .J*-J auuij f u^u 
. C--JI J,La OJ SJ . iX. 



TCM-7 


Featuring feather-touch controls, 
selectable microphone sensitivity, 
and a playback speed control for 
quick review or careful listening. 

J-C jvili. iAA-jJI »A» j—A 
£ tc_yj jl olUJU aL^aJ 
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r Cassette-Corders/Microcassette-CordersV Portable Record Players/Accessories 

oUl,k-< J*iij ;>♦>'/ Cv-lijjS- S.-r-- i< j. r -7 !>+ ,\ 


Sony's new VOR system recorders are sound activated, starting and stopping automatically. Thanks to a " Bucket Brigade Device " (BBD) 1C, the 
sound signal is actually delayed until the motor is running, so you don't miss a word. This convenient system permits convenient hands-off 
recording of interviews, meetings dictation, and more. 

U.y^i\ .IjV BBDU.V&uJI !.pljJI .UJi \a-ii VOR jujl*JI f lki oil J^-wJI i>»j.t 

oUUi»K'j ie-iU-*) v-U. J I**-*, ^ (.IkiJI lx» . jjj i*JS jiiu- ^UJLj , J3 ->JI jjo, Uai o*<JI ijUl j\i 

• J-L > ajU i_>L> oUi j-t j 



Electric Voice-Operated 
Recorders. 

TCM-8EV 

VOR System in a Compact Size. 

Compact and portable, easy-to-use buttons 
speed set up and operation. 

* Tuiia «»> VOR (.Ikl 

M-11EV 

Microcassette with VOR System. 

Large, easy-to-use controls feature 
3-position VOR selector. 

. VOR 

. JU_yi il*_ ‘j*# 

. £t>\y _ y VOR jLoLs-I 

TCM-5000EV 

The Professional’s VOR System. 

A 3-head design allows monitoring and on- 
the-spot editing. The VOR feature is cancel- 
lable. 

^jJLS jjJvsJJ VOR (.Ik, 
j- 5 r^°- 

. VOR i—oUJI .UJI . JUJI ^ 



PS-F9/PS-F5 


Carry-Around Hi-Fi. 

Portable record players. Choose the PS-F9 fa its 
quartz-locked direct drive system or the PS-F5 fa 
its dynamically balanced linear tracking tonearm. 

. 0 l£, J* ^ 4-U»u Hi-Fi 

PS-F9 jVe-JI ^1 -iJli- v^LljkJ 
_ fSkllu^LJI “j 1 ^ 1 -W 

PS-F5 jl^»JI 3 I ^ijIjilL 
•JC-o, 1 *- 



M-100B 

Sony's smallest micro- 
cassette recorder. 
Weighing just 150g, the 
M-100B features a 
2-speed motor. 

— KjA- J>— 
r* '»• 

M- 100B jL-*-! 1 y— . -ku 
jyy *rr 



M-7 

One-button recording 
and automatic recording 
adjustment make this 
palm-sized unit easy to 





APM-090 

Paperback size, battery- 
powered, square-diaph- 
ragm speakers for 
Walkman. 

r4 f,* 

J-*. . 

. o-LjlkJL 



EBP-500A 

Battery case for 2 D-size 
cells. Connects to 3 V 
DC-IN jack. 

^jir! d _ 

jUJI 

. 3V DC-IN 



AM3GBW-2 

1.5V AA-size alkaline 
batteries for Walkman. 

oLjIkJI j, 

‘j* AA r^ 1 ^ lj 

.^1^ JU_.lU.kly , j0 
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V Radio Cassette-Corders 


Super Compo Styling and Super Sound in a 
Portable Package. 


Twice the Music, Half the Size. 

Sony's CFS-9000 portable total audio system pumps out an impressive 220W (PMPO) lor 
carry-along performance that surpasses many home component systems. 



( PMPO) T T • UjJi Cjye 


JUj J .VS j.Ui -1 jW> ijU . CFS -9000 yy- j' 

{y JL. JuJl yit. JyLOj Jju akjo jb$jJ l b til 


More Power for Better Sound. 

The amplifier delivers an amazing 220W 
(PMPO) of sound and uses Sony’s 
advanced miniaturization technology to 
shrink this powerhouse into very small 
dimensions. The 5-band graphic equalizer 
sculptures the sound for recording or play- 
back, using the 5-segment LED peak level 
meter as your guide. 

APM Speakers for Digital-Age Sound. 

It takes special speakers to handle all that 
sound. These 2-way speakers feature 
7cm x 7cm flat and square APM woofers 
with a bass reflex port and 4cm cone 
tweeters for stunning realism with deep, 
rich bass and brilliant treble. 

Auto-Reverse Deck with More 
Functions. 

The CFS-9000’s auto-reverse tape deck 
had to be as special as the rest of this sys- 
tem. There’s also a choice of auto-reverse 
play, one-cycle playback, or regular uni- 
directional operation. Plus AMS (Automatic 
Music Sensor), Auto-Play, Auto Rec Mute, 
Dolby B NR and auto tape selector for 
quality sound. 

Versatile 7-band Broadcast Reception. 

The FM/MW/SW,. 5 7-band receiver is ver- 
satile and easy to operate. FM, MW, and 
SW selector buttons plus a 5-position SW 
switch to let you choose your band quickly. 
The large tuning dial and LED tuning indi- 
cator make tuning fast and simple. A red 
LED indicator lights to indicate FM stereo 
reception. Telescoping antenna for FM and 
SW, ferrite-bar antenna for MW. 
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Total System Design for Total Versatility. 

The CFS-9000 is compatible with CD, turn- 
table, or other components through the 
input jacks on the back panel. A PHONO/ 
AUX switch permits proper input equaliza- 
tion for components and the LINE OUT 
jacks make recording with another deck a 
snap. 3-way power: direct AC, 12V car bat- 
tery, or self-contained batteries, make por- 
tability the byword for the CFS-9000. 
Weight: 8.6kg without batteries. 

SW i^OJ ^l r _o c L-iu ^l uU'JL SW 

dJLaiuJ! > y j uLk>o 

vi-iL oplo) LED iiJIp 
. a K .. — . } iiJIjaJI I" c ( ‘>*aJ-l 
J* JoJ J^\ LED o^. 
voU-pJJ FM 

£jjl o. Oi £o yily* . SW i FM 
. MW b>pJJ 

aj. U oo oV Ut"i.J J»l ,ja J«l£ |»lkJ 

• oJUU 

jW f. d*>f~. CFS-9000 jW^JI 
3 \ , oUjkJ ^LljkJ 

J^L>- jl^-aJL l*-L~op o.Lj£. 

^ JUoVI^U. 
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Jl iiLWL ob^ULl LU-IjJI I 
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oonw cfs-9000 

mmmm m W apm portable audio system 
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W Radio Cassette-Corders 



CFS-5000S 

Spectacular Stereo Sound All Around. 

On the beach, in your bookcase, or at a 
picnic, the compact CFS-5000S is a big 
performer in a small size. Features include 
a 5-band graphic equalizer, FM/MW/SW,. 5 
7-band receiver, and detachable 2-way 
speakers that pump out an amazing 35W 
(PMPO) of sound, the tape unit offers soft- 
touch auto-reverse and AMS (Automatic 
Music Sensor). Powered by 6 D-size batter- 
ies or house current. Available in metallic 
grey or metallic gold. 

. JS yy-j Csyo 

.Ijl^ CFS-5000S 0 U 

JjU. ■iy>-y j*-S 

— y ^ j J-Jc — . c-tilk: _ o is-i 
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byo ty-t-ai o^ 8 

^ . ( PMPO ) J»lj To -C y 
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^L^VI) AMS Jl iiUVL olJl^JI 
"\ ak_ \y • ( u»-— yJL ^SlpU^jS/l 

. J>-JI ,UJL 3 l D ^ c,lj oLjlk, 
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CFS-3000S 

Component Performance at the Price 
of a Portable. 

Powerful performance and portability are 
yours with the CFS-3000S portable system. 
FM/MW/SW,. 5 7-band receiver. 3-band 
graphic equalizer. The tape deck features 
AMS and full play and record features. 
Detachable speakers deliver 20W (PMPO) 
of sound. Powered by 6 D-size batteries or 
house current Available in silver or red. 

.Jli, ^uJlj .Ijty 

.dsbjiL viLjJ ji'\ ^ J^JI ,ljSl iy 

- CFS-3000S 
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Sony Portables Let You Set Your Mood 
Everywhere. 



CFS-250S 

Fashionable 7-band Radio Cassette- 
Corder. 

You'll carry exciting stereo sound wherever 
you go when your CFS-250S travels along. 
With a choice of silver or pearl white, even 
your music is fashionable. Radio features 
FM/MW/SW,. 5 7-band reception. AMS 
skips forward to the next selection or back 
to the beginning of the selection in play. 

< CiUUaJ 

jjlS. O-j* uLui 

jlf-*JI ' . * 1 . 0 J«aw U Ja 4-JI . .J-: A. 
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CFS-330S 

Versatile 4-band Performance. 

Slim and light, this unit is noted for its full, 
rich sounding speakers. Play and record 
features, and FM/MW/SW,. 2 4-band receiv- 
er. Choice of silver or pearl white. 

• <3ul>^s olilkj £ , wjlpJI ildxi. c I ji 

• ii-ii-j Oj-ia 

\*>-y C^Ulk; -L J J Lii_ I , J- a wij 
0> JJI jL»l viLS^. . FM/MW/SWi-j 



CFS-900S 

Automatic Functions and 7-band Receiver. 

Slim design and precise 2-way speakers combine to make the 
CFS-900S a real value. Auto-reverse and FM/MW/SW,. 5 7-band 
receiver. Color choices are black or white. 

• olilkj — Yj AjtC.ii wajUsj j j JUsuu»l jl^-> 

Jjl>J Lt. a 1 a— i L_ ii_j J c-laLwj ij 

.Ucl^ .i-vi- ob CFS-900S 
jU 1 ■ FM/MW/SWt-s V=-j- olilk. y JLii-'j 
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CFM-100S 

A Portable with Powerful Sound. 

Whether playing a tape or listening to the FM/AM/SW radio, you’ll 
enjoy powerful sound from your CFM-100S. Record from the radio or 
through the built-in microphone. Silver. 

• jl*J- 

jlk^^JI J-iii Ali CFM-100S 0° (£*22 <-»j- 

o* J^-J'iolS.1 . FM/AM/SW i^U-jwll ulf 

• JiLi ^ 
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Radio Cassette-Corders 



WA-8000 


Sony’s Feature-Packed Radio Cassette-Corder. 

A compact package with 9-band capability— 7 SW bands, MW, and 
full FM stereo coverage. The built-in digital clock timer doubles as an 
alarm to wake you by switching on at preset times. Auto-reverse fea- 
tures and metal tape compatibility highlight the cassette section. 

• o I L t lum 1£ Jx— * j y j l j 

Cl-Ulk-- Y -AJ~c o.UU^_ <1 JU.I vtl’clj i~x, 

i^L. . yy. FM i»yJLJ ii.SU**; , MW i*jJI . SW U»-j. 
t^xll fji JJstxV a .. * - oJj*»i jl-xxL p ji- jL-UL &S y cxSy*. 

Jl «UVL .aU* cJiyJI Ja-a ^ 

— IS JLxU i. 


WA-5000 




The Most Practical Information Tool. 

An FM/MW/SW,. 5 7-band receiver with cassette recording and play- 
back capability, the WA-5000 provides flexibility and convenience. 
Record international broadcasts right off the air. Also perfect for 
recording business meetings, interviews and lectures. 

.'ijJaX fSUI oJL— j J_=j't 

FM/MW/SWi-s -U r _ y yj\j 

WA-5000 .Jail^-JLI d L_yi a_IS.I ^Jl 

— L- ..I^JI^JU^aJIuJjjJI JLj ^ VI J*— . JU_VI ^ 
.^.I^UJIj i-xiviJI • JL/V' —It liJ J 


WA-77 


A Very Versatile Stereo 
Cassette-Corder. 

Walkman-sized, the WA-77 per- 
forms like much larger units. Lis- 
ten through the built-in speaker 
or stereo through headphones. 
FM/AM receiver, auto-reverse 
cassette deck for hands-off lis- 
tening. And the convenience of 
stereo recording with Sony’s lat- 
est externally-powered ECM-102 
microphone (optional). White or 
silver. 





c— ~IS_ Jj— u, jljj. 
.oVUi-VI 

bi J;Ur <j 

.Ixa-jjl tljl WA-77 

-- _ c— , -xJLxlxJlixL-JI JVLi-o. 

aUclo^x^-x- o—ISjl^ . FM/AM oUjJU J-x_ -^'jJI oLL. Jili *->_ ^Jl 
ury- *?>“ J . '? — pjX- • jt\— »J I ,j_J jjX £ U— LS— Jsl,_^JI a Sy 

OJ J ,J . WjU jLiJL xL-,^ ^ ^^jJ! I ECM-102 


ZX-7 

Disc Drive and APM for Hi-Fi 
Performance. 

Featuring Sony’s APM (Accurate Pistonic 
Motion) speakers, the ZX-7 delivers over 
22W of clean, fresh power. Dolby B, sepa- 
rate bass/treble controls, and FM/AM 
receiver. CD/UNE IN jack for reproducing 
signals from a host of Sony players. 

(jle APM — Lc L— plk -,3 x — > ji ijl jl 

• Hi-Fi — «Ij 1 
i-U. iS>) APM yy kiUl— ly,y ■ 
*->* £>*■ •*» ZX-7 jl,— Jl . ('ii-j>-> 

. B pit. .il 5 X/'xiL 

— j^JI olxJty oyxJI js^jf iji p5L>UJ iJLoix 

o-iu . FM/AM x-L-jJU , xJUJI 
-ljUVI CD/LINE IN JUM 

ij^-l ^ A^XxJI ^ iLJxll 

.^j_i~,xJI oLljk-VI 



ZX-5S 

APM speakers deliver clear and bright 
sound. The cassette player system features 
AMS and metal tape compatibility. 7-band 
receiver, feather-touch controls and built-in 
microphones round out the package. White. 
J .X . • Lx-jlj Li; by APM oLL 
AMSplk. jyy ,1^ 

)•> yjl j . i— x*JI JLilyJI J.is:; i— til, 
y JJL ,J*x; p5L>c ^i;lx> > x-blt*. _ y 
• jL-» JL xJj-lj .oLjijjSL. . «_xiiJI 

O* 1 V 
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CFS-300S 


Rich stereo sound in a slim carry-along 
case. FM/MW/SW,/SW 2 reception. Auto- 
matic Music Sensor skips forward to the 
next selection or back to the beginning of 
the selection in play. Blue. 

***-3 O* £>* isy 3*JT~ 
oL».^»JI J La ; :... I • c-sj le-x- 1 LJu> 
u-L-sJ jL_». . FM/MW/SWi /SWj 
pLVl KyU ‘l>»l (jlxxi- 0 i — y JL 

i-lx, ^ ji iJbJI iijkiJI ^ 
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CFS-F11S 

Loaded with features, the CFS-F11S offers 
auto-reverse playback. Automatic functions 
include auto repeat, Auto Play and auto- 
matic blank skip. Feather-touch controls. 
White. 

CFS-F11S jV»JI>xx .o-lj-JL -=JL. 
. • L^L-Lj^jl Jl cS y oL»d ^.L. 
. ^Lj^jSlI jljSJI \Syby^i \ ^xiilfcjjl 
jji u^xiLj^jSlI jiillj Lj-jVl J - II 
J-x. ^ j--.Uo .J^jljl ^ iJUJl Jj^Nl 
•-muUI^L 



VOYAGER WATCHMAN 
FD-20AEB 

3 TV-System Reception and 5-Power Source 
Capability. 


jjLao O J j . i i. hi <LfjlS[olj iuj^jji u J b Aalaji X JLij— I 

JLj'il FD-20AEB jl^l t 

CCIR JL-jVI, . CCIR JL> . EIA 

t—9 y~ i (JLJI eUwl ^9 «Jts - jli ' — ~~ Go . 

J, sj * JU^LU, i^WJt v uNl s lyb 


All the Action in the Palm of Your Hand. 


I Watchman 


3-system compatibility in a single unit, the FD-20AEB receives Ameri- 
can EIA, Continental European CCIR, and British CCIR without modifi- 
cation. Perfect for world travelers, this unit stores flat. And sports fans 
will enjoy watching instant replays right in the stadium since it goes 
anywhere. The FD-20AEB can be powered 5 ways: DC batteries, the 
optional AC-4A AC adaptor, or by the optional EBP-6 battery case, 
BP-23 rechargeable batteries, or the DCC-127A car battery cord. 
Magnifying lens, carrying case, and AC adaptor are provided. 


(^1 J a . -* , .; V hill.} -iG—^/L J a o-*- L?* 

oL,lk. .J> 0 ^ olkJL FD-20AEB jl^l j|J . 0 IS. 

FD-210BE 

Continental European CCIR and British CCIR. 

. CCIR CCIR-^/iM JLjYI 


s i . BP-23 


■Ml j^.t j jj jLJI .^l^. . jiUJI jUJl 
Jjl . EBP-6 SujU^I wLjlkJI 

oi, • DCC-127A ijL — II i^lk, oJJ- 

. jUJJ < «-U» 


FD-20A 


American EIA and video monitoring capability. 

EIA JLj^l 
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W Multi-Band Radios 


Sony’s Multi-Band Receivers Put 
You in Touch with the World. 




A Compact, Multi-band Receiver with Digital Tuning. 

The computer-controlled, programmable memory, multi-band receiver 
ICF-7600D provides superior shortwave performance in a compact 
package. Thanks to its direct-access digital keyboard, the world’s 
public frequency bands are never farther than the push of a button 
away. Up to 10 FM/LW/MW/SW stations can be preset for single-key 
recall or you can choose 10-key direct input, automatic scan tuning, or 
push-button manual tuning. And Sony's quartz synthesizer tuner 
assures accurate, drift-free reception. 

• LCD multi-function display • Digital clock/timer • Band selector FM/LW/MW/SW, ., 0 

• 640g • 179(W) X 117(H) X 31(D)mm. 

• 43JI30 £0 0-.-> yd I wljl k 1 II A AT ip J I . S i.,.1 jU-> 

i jSI j . rui ,^J|' ^ ICF-7600D JUc_l 

• * j ,;-** h i>-a*-d jdj Jl - V : — L ^0— a ->-*—> vjU»- a- 4 • W— 

jlkjl^li , J-0.YJI il,_ j^li. T^yi .^.A. ^ 

J- -0 -II Ja _ o JI aLsSA A*J V jJUJI 

o-Uw-JI JUi-l ^ ^ FM/LW/MW/SW e,U,JU ^ 

iiJIj. . ^LJI JLi_1)U jv-li. - 1 • jL-i-1 aJL5L, ,1 ja-I 3 } \ }r 

jjA-dy. . J&jLaJL. U-w A- AiJI^a i 1 lA. Us u so.l I < -- , 11 A X, -UjAji 

LuiA 1U-I ^j'aSJL fS^JI ^ ^UJI a a^JI ^.U. ,a .jJIjJI 

UU 

^1 jlkjl ,W' r lA. . Ai>JI/ Y-> ^ • 



ICF-7BOOD 
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ICF-7600A/AW 

The World’s Choice. 

One of Sony’s most popular 
receivers, the ICF-7600A/AW 
FM/MW/SW .,7 9-band 
receiver features an easy- 
readout band-spread sys- 
tem for locating even hard- 
to-find stations. Performance 
is on par with professional 
receivers. 


. FM/MW/SW 1-7 

wILavJI A*. 

. 0 »-jiV*a 


.aJS (JUJI jLi>l 

« t — jaj — 1 1 aa -1« Ijjfc 

. ^Ulk;_ ^ ,a ICF-7600A/AW JUi-'id 
kS ^ jlkJI L_J f lkj 

— JU-JU I i^t ^ISL cl.,\ . Ua^a^c 


Employing the band-spread system, this ultra-compact MW/SW 15 
6-band receiver delivers accurate SW reception with extremely high 
sensitivity. 

• Cj b Uaj — ^ - b— i jo UaJ db J 

i^ry, diltu-iJIjj Iaa-^-jmJI ICR-4800 j 1^11 a* 

iJU JU SW MW/SW1-5 

. jlkJI U, plk; JU-L aLJa, 


ICF-4900 

The Valuable Travelers Companion. 

A newcomer to the Sony multi-band family, the ICF-4900 FM/MW/ 
SW,. 7 9-band receiver is light and compact enough to be the perfect 
traveler’s companion. It utilizes dual-conversion circuitry for superior 
image rejection and the antenna rotates to help pull in distant sig- 
nals. Feather-touch, electronically controlled band selector. Black 
or silver. 


• >UU ij+iS ioji $a Jaljo 

ICF-4900 jlkJI iAAA—ll -JiU ^ A a> 

r -x. } FM/MW/SW i-i ^Ulk._ n JU_I ^ djU 
ijtU ,1^1 >1—11 „JL. ^ 

AdU jjA* UjLW ^ jl ^UVI ^ 

■i^jJI J— _ .iA— Jl LIxJI J* 




ICF-6800W 

FM/MW/SW , .29 31 -band receiver 
even covers SSB and CW. 

<jr=-y jltu ri JU_I jI*a» 
^aJIUI^U FM/MW/SWl-29 
• CW • SSB 

CRF-1 

Professional-grade quartz-locked 
receiver features continuous tuning 
from 10kHz to 30MHz without the 
need to switch bands. 

,^-JI JUUII 

lyL...... yjl Aa-jAJI ^ yjl^L 

\ j. . .1 1 ijjljjl i_K.L . u> 3j— -Jl 

r- cr* 1 \ • o* 


ICF-6500W 

FM/MW/SW, .3 5-band receiver with a 
digital frequency display. 

— y _Ulk ._ 0 JU_l jl^A. 

FM/MW / SW i-3 
.^lAA>U 
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AN-1 

An active LW/MW/SW antenna for 
multi-band receivers. 

LW/MW/SW caUjJJ La- ^Jlyk 
iAAAA. JUJ ***> u- 

.^U,JI 
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W Pocket Radios/Clock Radios 

«.U cli 


Wake Up to Beautiful Sound, 
Carry It with You All Day. 




ICF-15 

A Fashion Look with Great Portable Sound. 

A high fashion, carry-anywhere FM/AM 2-band receiver featuring excellent sound performance 
in a beautiful, light and compact package. LED indicator and large, easy-to-read numbers on 
the face for quick tuning. Molded-in carrying handle. Powered by 2 AA-size batteries. Silver, 
red or violet. 

» ft-Lsu fAAid Cjyz fa 

^ cbL ^ FM/AM jjUa- — T . ^ JUfcll ^ 

,^^1* f UjSH atl^J ( C^ajj C-cL LED yjrt-i* *-? y • ga sJuX>- t Jj-jl 

A.I i i-jUv — T iJa-lj- iilkJL p~ • jL*-»JI f* A* Jl, .'aji^-JI iiJIjJI Jj>t 

ji . AA 



ICF-25 

Easy Listening with Style. 

Designed for portability, the ICF-25 FM/MW/SW 3-band receiver delivers clear sound with a 
fashionable look LED indicator and large, easy-to-read numbers on the face for quick tuning. 
Rotating antenna and SW fine-tuning. Molded-in carrying handle and tip-up stand for conve- 
nient listening and carrying. Powered by 3 AA-size batteries or optional AC adaptor. Silver or 
violet. 

• i*"’ 1 £• f Li-I 

'**~r o-Ulk. - r }•> ICF-25 JL»a_VI ^ yU . J^JI OJ SJ Iaa> ^ ajJ 
il*_ (.tijl f. (.J^U o^L ajJa) led o_. 4 , a*.*, . JSLi f. Li- by*, FM/MW/SW 
J~»JJ L*,- SW aa-jJJ ii-iJ «JI,. 3 /,A ylly* aUajAaJr-. Ju Ap.^ i.l>JI 

A A A-LjUa- — y Ak. ,1^. • ft-LkA-, VI J . ., I fa a. 

• cr^iJI 0*5-*^' LJ* • ■*■**■•*■ J' 



ICF-S11W 

A Pocketful of Quality Sound. 

Just credit card size. FM/AM 2-band receiv- 
er with a high quality built-in speaker. Red 
or black 

* jIjlaa 0^0 ; - ^xaaJI aj>o jl^> 

. ySLJI v l_*JI iitto ,S 

f- FM/AM ^y. jlk._T JUc_i jLjo- 



Beautiful Carry-Around Stereo Sound. 

Stylish FM stereo/AM 2-band stereo receiv- 
er. Large 77 mm speakers deliver clean 
stereo sound. Includes shoulder strap for 
easy carrying. 

• 0 IS» JS A ln*Ki Jaa> yj y~“ O y& 

A.UL—11 . ^rji- FM/AM 

I jJa yt y^~. x-*ya fa YY aA .^1 

• aJlftA- aj y^a J x Ir . f f I ja- 



Palm-Size Concert Master. 

FM/AM 2-band receiver in a palm-size 
package. A handy way to take radio sound 
with you. 

• AjJI 4 j>Ij | 4A\> igS ^ , S L j y wy y j" x ... > L 

o* FM/AM y ,a JLi_l jC* 

L7» • A— JI is-lj |RAv»- vSjL— 

. . . Ai a La* I aLr. ft L . -^ : ; I J Lv; , . V I 
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FM SRF-20W 


LJ® > ' !■: " ■ « • ' — ■'* !. ' * (**J • '-M j - >—*•*' o^> li' L?* (jJt" <±yo kd*> 

03^ . iJjj-jJI oUU- £» . a!L» iJ^-J o l. , . > <J>o~ -1- )' (»I>»JI 
• V JSJ i~i o!j «UI SRF-20W j4^JI 




SRF-33W 

FM/AM Walkman. 

Select clear AM or crisp FM 
stereo. The SRF-33W delivers 
clear sound from a light, com- 
pact package. 

• FM/AM 0^33 
AM jLil Iaa fJ i» 

U. bjl SRF^SSW^t-*- 11 


MDR-FM3 

MDR-R9 

FM stereo/AM radio head- 
phones. 

FM ^UU_ 

. AM ii+r/tif- 

MDR-FM3 

FM stereo radio headphones. 

FM ^jl^Jl ia-^ £ U_J^.ij wUU_ 



Easy Risin’ to Beautiful Sound. 

An FM/AM 2-band clock radio with full functions, such as 60-minute 
sleep timer, snooze control for an extra 8 minutes of sleep, and 2-step 
brightness control for the attractive FL display. The attractive cabinet 
features easy-to-use time controls for setting the alarm. 

• £jlj Cjyo ^ic Jj-eoJI aj^_ 

^ J U ijt* e FM/AM mL-j-jI., 

y* , p^JI <Sji - i yi tsJ ^LiJ AjisJI ui ^> .".11 , ajljj 

i,lA>JI a— .ISJI • FL J «_.l^> (ji — II 

• a. , ;'; ll ^ , - - fji pSL>^JI J Up ; 1 iJ ^ 



EZ- 

Dial Your Time. 

EZ-3 provides two large, easy-to-use dials: one for the hour and the 
other for the minutes, to make alarm setting a breeze. The FM/AM 
2-band radio includes a 120-minute sleep timer, a snooze bar, for- 
ward/reverse time set, and a battery backup for power failures. 

Laa»l . LyJLn^-l J*— . EZ-3 jlt-pJI -v«j.r 

jj ^jljJI A . ■ I I yj>- 1x~-3 Jju»J yilijJJ j^Slj oULU 

y* p£>-JI ^Ijj .'ii-ij \ x . pjjiJ bs^o FM/AM ip^-3* — Y 

tt-*»*£ ySp- Atfj Uv I 1/ |> U 3U eS y > J b C-H^J I ix--o , A yuj 1 A 



ICF-C10W 

A Cube of Time 
and Music. 

m Sony's most popu- 
f, lar FM/AM 2-band 
f clock radio with a 
j space-saving cabi- 
net design. 

OJ j -U <ujLi i±>) 

U Jj FM/AM 

- jl^-P-JI A I « . V ... ^jJI j*pJI j— 



Convenience with Clear Sound. 

A stylish FM/AM 2-band clock radio with 
total convenience and features. 

• uii Cjyo £0 4a iiL> 

FM/AM uP-y, jlk. _ T * jlj 

Aj«S Apc^U isb. ,_yjl AsLpYL 

.JUOII^ 
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Easy Setting Wake Up Control. 

An FM/AM 2-band digital quartz clock 
radio for use anywhere. 


jlk;_ x j-jIj 

. 0 li tjl JU^.iU FM/AM 
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J Car Stereos 


Sony Car Stereos Turn Every Trip into a Musical 
Experience. 



XR-75 

Sony’s Most Advanced Sound for Your Car. 

The quality tuner/deck from Sony. FM/AM “X-tal Lock” frequency 
synthesis tuning. 3 tuning systems: memory preset of 6 AM or 6 FM 
stations, automatic scan, and manual tune. The deck features Dolby 
NR, auto-load, auto-reverse, auto-eject when the ignition is shut-off, 
and a dual adjust head. The easy-to-read digital display features a 
digital clock. . JbjU-J 

I a_. I Lt kjt* 3 — >".'■■■■ IS jt^> j uj 1^. jl^j. 

FM/AM "X-tal Lock" 
• 'LjAr diJI^o^ , dos, * FM A.ILj>*o *\ jl AM C^Usl>-8 

»L»gI JJiJ a i_^l j - y- y 

\y*j3 * Jr : 1 1 A-Lt LSLiL^ji Ja-j-iJI ‘S AS « 1 A . .La.J Jau.^lJI oSy 

itL ±yy >-»A. atlji-ll ,J<— . . ,k.r> 1J i-iLS 


XM-E70 

The Great System Expander. 

25W + 25W amplifier with 7-band graphic equalizer. 3-band LED 
readouts tell you frequency response instantly and all controls have 
LED tips for quick locating and adjusting, even in the dark. Compact 
and easy to install. Optional booster adaptor XA-37 for installations in 
which receiver has no preamp out jacks. 

ir '*• 

• iyy w li Uaj — y jj ^L- J aL. -L*lj Yo + -Llj To £>> *3* 3^ 

i,Ui-L>il^ lyy ^Ulki^aiJt.y-JU^LA^Ij) LED v^L—. 
t^l r A~ A^. LED o-jJj l*J (i^JI J^L. Jr-*, JUJI J, A A >JI 
XA-37 ^jjLij.1 jjs* . ,_■*£ J ^_ .j j-. A> . (s^LLJI y >■ IJxa) 

gt> JUa_YI j\^r axIa^^J 
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XR-21 

Great Sound That’s a Great Value. 

The affordable Sony FM/AM receiver and auto-reverse tape deck. 
Illuminated dials and function indicators give your car that command- 
center look, are functional, and are easy to use on even the darkest 
nights. Built-in system equalizer and 6W -F 6W of output power. 


♦ >iL L , Jji Cjyo 

o-_IS jl^j FM/AM JU.I ^ J~oJI tfy jW 
c.U-,ja .-L-yOJ uS^Uyj/i/l £ UjVI iu-U 
j^JI JUJI yi ^ JU^_YI iV-, iJLt . fS^ £yS, ^ vikjL- 
“ .ilj i + J»l 3 i UjAi i^3 JjU . r iUJI 



XR-31 

The Upgrade You Can Start With. 

The auto-reverse cassette deck and FM/ 

AM tuner that grows with your system. Step 
equalizer with electronic selectable boost. 
Cassette deck is metal tape compatible, 
has AMS (Automatic Music Sensor). Illumi- 
nated dials and function indicators. Sepa- 
rate fader control and horizontal balance. 
6W + 6W output, preamp out, and fader. 

• »j ijuU ji JLe 

Ja-yiJI iSj*. «Uol v>l> jj ^-.ISjl^- 
. FM/AM 0JI303 1 1 . ^ .- to 

»*- £• JjU* 

J^yJI ^ - .jUi-l 

ii» } ) AMS iJc»3 . ^A-JI 

wlx,jX , ( (ji— )«JL 
ftJcLxoJ ■ C.Lu «3 

■ T=>*j I + -t'j T ‘j? • u"/ 1 

• JrfUu « j» A i .lftJ I |X>«a«JI 



XR-41 

An FM stereo/AM cassette car stereo. PLL digital synthesizer tuner with a total 
of 10 memory presets and auto-scan tuning. Cassette deck with auto-reverse. 

LED tuning dial for easy night operation. 

■ J. PLL ,j jJlj. -yj— FM/AM ,-jIjj «jL_ 

^ ,.> 5-— JL iiJIj., L_ ~lk~ , . J ijSU 

J, — II J. . -OJ ( .j-iJLI Jj-Ij) LED iiJIj. p-jj- . LS— *L— * 

.JJJI.Lit 
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XR-61 


FM stereo/AM quartz-locked PLL digital synthesizer tuner for easy preset tun- 
ing. The cassette deck features AMS, tape select, and uses Dolby B. System 
equalizer, fader, and the power cord serves as the antenna. 

FM/AM ~u,jl JU—'il 

jL^-l 4^.U . AMS ->*!-* t_Kil jt^,. ^ . Lu_ JL, iV- '“JV 

fj* i.lkU JiU. . JjL. . f Ik. :>>»„ .k^l 

•lA'** 
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Car Stereos/Transceivers 

JU,I 3>«_»\/3,U_JJ WJ s_ 


Amplifiers- 



XM-120 

80W + 80W (max.) high power 
amplifier. Current mixing circuit tor 
extremely low distortion of 0.008%. 

u-"') 1>, A • + J>'} A • «-JU ^ y 

V-,-> J3» JU. Jy, JU ,LJI Ui. VU.(V 



XM-100 

Compact but high performance pow- 
er amplifier. Maximum power output 
of 50W -I- 50W. Low distortion of less 
than 0.01%. 




XM-55 

Compact 25W + 25W amplifier. 
Built-in bass drive and subsonic fil- 
ters. RCA phono and sure seal inputs. 

• ii, to + J»Vto 3-> £■•** 

wljbyi — yJi 

RCAphono^-4. - o* J At 

. r K»L Uii. JU-ol oLo, 



XM-45 

Low distortion 20W + 20W power 
amplifier small enough to fit beneath 
the seat 



Speakers 



Powerful 2-way enclosed box speak- 
er system. Mounts on rear deck. 
10cm woofer and 5cm tweeter. 

j fyy uiLi f.iu. 

—y ,4* • jjlll Jn. • ijSjJ— • 

• t~ ° (A-y) (>„) 



3-way system with 20cm woofer and 
7.7cm mid-range, and 5cm tweeter. 
Mounts on rear deck. Powerful bass 


•U^i^iL wLL f lk. 

t- YjY joJI 

. . uJJl C ^JI JL ,_4„ 
• oyjl ,-yJ ay 



2-way system with 16cm woofer and 
6.5cm tweeter. Mounts on rear deck. 

31 w-yojj jS» £• «UdM oUL flk. 
c3 lll J, — SyJU • y y 

•^UJ' 



2-way system with 13cm woofer and 
3cm tweeter which is angled slightly 
upward for optimum sound when 
mounted in doors. 

Wa ^ r yy, r - 

,> Jy»JU wUI 

•~y J-il 



2-way system with 10cm woofer and 
3cm tweeter. For door or rear deck 
flush mounting. 

1 • c.yJJ 4* £* 1 L*'VI c-LcU— flk. 



Compact 10cm double cone speaker 
system for mounting in doors a rear 
deck. 


i • c-v ^ •> r^ 

• yUJI C> UI JL ,1 V UI Jj. v-4yJU r . 



12cm double cone speaker system 
for door or rear deck flush mounting. 

t- \ T C ,V js- J* wUL_ f lk- 
C ^J1 JU ,1 V UI JU Jl ^Syi) 
-.yUJI 



16cm woofer designed to add clean, 
full bodied, low range sound. 

^-y «<-y 1~ r~ ' t -y ,-£• 



ICB-303/301 

A combination earphone/ 
microphone, simple push-to- 
talk operation, and a splash- 
proof case make this the 
adventurer’s friend. 500mW 
(ICB-303) or 100mW(ICB-301) 
transmitting power. 

/o^ 1 o* ’“y>- 

.UJU f ,U. jyi. 

U,a> JU,t'*y 
( ICB-303 J-l.1,^0.. 
ICB-301 ) Alj „U. l • • j> 



ICB-610 

Easy-to-use controls and a 
splash-proof case are just two 
reasons why these models 
enjoy worldwide popularity. 
lOOmW transmitting power. 



ICB-180 

Despite its compact size, 
high sensitivity and lOOmW of 
transmitting power combine 
to provide a surprisingly wide 
range. Weight is a mere 
200g. 


y * J- 


tniiU 

J»|, js. > • 


jl,vi 

jyJ Lm 
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f Karaoke/Phones 

oUyLl s/4,\\j\S 


Karaoke, the Sensation That’s Got the Whole 
World Singing. 


A sensation in Japan for years, karaoke will let you become a singing star in your own home. Simply put, karaoke consists of tapes of the 
orchestral sections of popular songs with the vocal parts left out. Using a special karaoke tape player, you can play the song of your choice and 
sing along through the hand held microphone, combining your singing voice with the music 

j j_, , . i. yjVfc'V tji-SjjYl 0 Ao'j ij. *S,UjVSJl * ii. jLLJ' o’ gl'j WA** 

Cjyo J I t Jjuj »<-••? J L&ju yjiijj Lsjliicr ylU Luli. V' Jr* A .* ~7 *J ‘kjtjAJ' Jjiii) ,jaL» tj\5 )L^> 

. J>iJl yi SJUiU, £ Lua_*J ,JU» 'j jV5JV Jjj . ciiLifc 




Jl f l 

i_,ibJ1 c-UaJI Jut i,j* 0 


SPP-22 

Cordless Phone 
Set You Free. 

Compatible with all tele- 
phones. the SPP-22 cordless 
phone lets you make and 
receive telephone calls as 
far as 300 meters away from 
the base station. 3 numbers 
can be stored in memory 
and with the Automatic 
Security Code System the 
base station automatically 
identifies your handset’s 
signal only, preventing 
anyone else with a handset 
from making free calls from 
your base station. 

.\j> .:t al^Li 0 ,a. objsJi 

. u-byjui js ? ju»_ytj >_.u. 
SPP-22 

_lk. 0 1 JiLStr OJ A, 

•i/iiii ^ f lijt r JL, • ^ 

^1 luL .kii JL^i. ii.L_ .jU LS_L^jl 


ANK-100 

Features That Keep the Songs Coming All 
Party Long. 

The ANK-100 karaoke player features super-fast 
Music Search, an absolute address Automatic 
Music Sensor, and Random Memory Programing. 
Record/playback double deck system, remote 
function control, and an electronic echo system for 
music hall sound. Speed control feature. 3 power 
source capability: AC/DC/Car Battery. The power- 
ful speaker system features a 20cm woofer and 
7 cm tweeter. 

• 9-song random memory per deck »30W amplifier • Volume con- 
trols: MIC1, MIC2, Tape, Echo, Tape Speed • Input jacks: Mix MIC X 
2, DC-IN X 1 • Dimensions (W X H X D): 375 X 540 X 2t0mm 

• Weight: 11.8kg. (including batteries). 

. JiaJI Jljfc ^U'SII 
^ Ia» ^1 cl^JL ANK-100 iS/lIjISJIj^ 
uL-jaJL ^Ljc/HI^L^SII j W 
.i^lyuJUjSljJJJuf-^ . JuKJli^yJL fji. i^aJI 
• Av ^ f£»Ajl ii-kj . ^Lc_ly j- 3 a>. pUki 

yi US (jli Jj-AaJJ ^JAxil I 

i^K.1 . j_JI j^cJI £j_ 

I ji. L. jLc/ JAjCi, jLc ; iilkl) jjLa. _ X f lA>A-l 
Y . jiL jyJI C.UL — II r lk- J_^_ .'ijL_ iujlki 
• r- v jJ-j r~ 

• MIC 2 T - MIC 1 1 : -,-J' .y ^ J' j-L. . 

^_L. • Tape Speed L-j-JI i.j_ . Echo . Tape i-j-Jl 

JU.I^uA, . ( Mix Mic x 2 ) I x U,Afl.U, ; JU.V1 

j*. x jbujlx • ( DC-IN ,1)1, jiLJI jLJI 

(^.LjtLJI^L iU- ) f£ HjA iojJI. r u* xos- xTYo 



HL-1 

Lightweight and portable, the HL-1 intercom system can 
be installed and used anywhere there is AC wiring to car- 
ry the signal. Both parties can talk and listen simulta- 
neously. Just pick up the handset and talk. 

^uut ,-ik. ju_i, j *., 

.UjUyi J^J aoj^JI jUJI eJiLl x,.oji uK- u' eP HL-1 
ixL_JI jijlkiu .^jll^x. £ La.VI, aa>_JI ^LjkUoSL. 
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I Headphones/Microphones/Cassette Tapes/Accessories 




Stereo Unimatch Plug: 

This plug has an adaptor type stereo phone 
plug screwed on a stereo mini plug. It fits any 
equipment with a stereo phone jack or stereo 
minijack. 

: iWV' JS 1 

^ WV t r Cr oy ^ P 

Aw <*** **, j-Ao ^ | 
^ ^ cUU_JJ ^ 


Sony Accessories Brighten Up Your Sound. 


Headphones 



™ MDR-CD7/CD5 mdr-asolv 

Sony's revolutionary MDR head- 
phones refined specifically for per- 
fect reproduction of the wide 
dynamic range of digitally recorded 
music. 

^ MDR j-tj wUU_ 

„„ JU -I^.y 
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Cassette Tapes/Video Cassette Tapes 


-IS 





METALLIC 


UCX:S_90 




AHF 90 


Metallic (90/60/46 min.) 
A new approach to the finest 
possible sound. 


UCX-S (90/60/46 min.) 


The ultimate Type II tape for 
wide dynamic range record- 
ing. 

JCtf JO J J - , ^ 1 I 

• f~ ] 3 


ucx (90/60/46 min.) 

The standard Type II tape for 
high-fidelity sound recording. 

II 4> JI o. 

»-U C.J- Jj J-»— 


AHF (90/60/46 min.) 

High performance Type I tape 
for quality music recording. 






CHF (120/90/60/46/30 min.) 
Standard low-noise tape suit- 
ed to a variety of applications. 


(120/90/60/46/30 min.) 

Type I tape for hi-fidelity sound 
reproduction from any source. 

1 i5 J1 L-r 


PSBEM 

! V 7» 


• A 4 1— f 1 1 


•JJ— 0>> ^ ^ 4.U wy. 


Accessories jt 

AC Adaptors 



AC-D1 (E3) 

Rated input: 110, 120, 220, 
240V AC, 50/60 Hz 
Rated output: 1.5V DC, 

700mA 

■ it. i 

4VW- -Uru- -TY- 
• 1 jo jl— : (-•A'* 1 

^I^V 





Rated input: 110, 120, 220, 

240V AC, 50/60 Hz 
Rated output: 6V DC, 350mA 

'U/ti' -YY- 
.iJylyiU jU : C ^J' Jam 



AC-38 

Rated input: 110, 120, 220, 
240V AC, 50/60 Hz 
Rated output: 3V DC, 300mA 

!•/«• • U- • TT* 
.U,<r r L : c yJ1 Ji- 



Rated input: 110, 120, 220, 
240V AC, 50/60Hz 
Rated output: 4.5, 6, 12V DC, 
600 mA 

«*V/.. .idyTS- .IT- 
-UylT 



DCC-70 

Power input: 12V DC 
Power output: 1.5, 3V DC 
Max. output current: 1.2A 

ijy \ t ,-1- jU : a»U1 ijAiJI 
T . 1,0 y-L. jt— : *-jUJ1 ijitJI 



Power input: 12V DC 

Power output: 6, 9, 10.5, 12V DC 

Max. output current: 0.6A (6V), 0.8A (9, 10.5V), 

1.2A (12V) 

Uy U j— 1— jL : al>ijJI a_,jL/J1 



Power input: 12V DC 

Power output: 3, 4.5, 6 V 

Max. output current: 0.35A (3V), 0.5A (4.5 V), 


ijy U : iJUtjJI ijAiii 

AJy n .i jS ,r j-L- jU- 
j— -jo ■ (-klyT) •/« 

(I»V 1) >*-' -A ■ (AJy Sje) 



BHF (90/60/46 min.) 

Type I tape for clean, pure and 
realistic sound reproduction. 

<>J,— U I 


Dynamicron Tapes 

Beta cassettes for use in 
PCM recording. Dynamicron 
series (left): Standard type 
Dynamicron UHG series 
(right): Ultra high-grade type 


^ f Jo I 

Aily. . PCM J-~_ 

—UJ1 uiiw-jJ!) 



AC-30 (E3) 

Rated input: 110, 120, 220, 
240V AC, 50/60HZ 
Rated output: 3V DC, 700mA 

.Uy ts- -TV- 
..UyT^L.jL.^yJIJi*. 



Dry Batteries 

Three types to meet any 
need— New Super, Ultra Su- 
per and Alkaline. 

•rj-lr-f'j r>- y ,-Ul_»l 
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W Specifications 


Compact Disc 

CDP-701ES 

CDP-501ES/501 

CDP-11S 


PCM Processors 

PCM-701 ES/701 ES (P) 

PCM-501 ES/501 ES (P) 


Signal system 

NTSC TV system 
(PCM-701ES) 

CCIR RAUSECAM TV system 
(PCM-701 ES(P)) 

NTSC TV system 
(PCM-501ES) 

PAL/SECAM system 
(PCM-501ES(P)) 

Laser 

Semiconductor laser 
(X- 780mm) 

Semiconductor laser 
(X- 780mm) 

Semiconductor laser 
(X- 780mm) 

Spindle speed rpm 

200 to 500 
(CLV) 

200 to 500 
(CLV) 

200 to 500 
(CLV) 

Recording format 

EIAJ standard format 
(14 bit & 16 bit) 

EIAJ standard format 
(14 bit & 16 bit) 

Scan velocity m/sec 

1.2-1 .4 

1.2-1 .4 

1.2-1 .4 

Error correction 

Sony Super Strategy 
(Cross Interleave 

Reed Solomon Code) 

Sony Super Strategy 
(Cross Interleave 

Reed Solomon Code) 

Sony Super Strategy 
(Cross Interleave 

Reed Solomon Code) 


Sampling frequency kHz 

44.056 (NTSC) 

44.1 (PAL/SECAM) 

44.1 (NTSC) 

44.1 (PAL/SECAM) 

Quantization bit 

14-bit linear/1 6-bit 
linear switchable 

14-bit linear/16-bit 
linear switchable 

Number of channels 

2 

2 

2 

D/A conversion 

16-bit linear 

16-bit linear 

16-bit linear 

Frequency response Hz 

10-20,000 ±0.5dB 

1 0-20,000 ±0.5dB 

Frequency response Hr 

5-20,000 ±0.5dB 

5-20,000 ±0.5dB 

5-20,000 ±0.5dB 

Harmonic distortion * 

Less than 0.007 
(14-bit) 

Less than 0.005 
(16-bit) 

Less than 0.007 
(14-bit) 

Less than 0.005 
(16-bit) 

Harmonic distortion % 

Less than 0.003 
(1kHz) 

Less than 0.003 
(1kHz) 

Less than 0.004 
(1kHz) 

Dynamic range dB 

More than 95 

More than 95 

More than 90 

Dynamic range dB 

More than 86 
(14-bit) 

More than 90 
(16-bit) 

More than 86 
(14-bit) 

More than 90 
(16-bit) 

Separation dB 

More than 90 

More than 90 

More than 90 

Wow and flutter 

Below measurable 
limits 

Below measurable 
limits 

Below measurable 
limits 

Separation dB 

More than 80 

More than 80 

Dimensions (Wx H xD) 

430x105x385 
including projecting 
parts and controls 

430x105x325 
including projecting 
parts and controls 

355x95x340 
including projecting 
parts and controls 

Wow and flutter 

Below measurable limits 

Below measurable limits 

Power consumption w 

40 

33 

Dimen sions(WxHxD) mm 

430 x 80 x 375 

430 x 80 x 350 

Weight kg 

11.5 

8.6 

6.6 


Weight 

8.5 

6 



Cassette Deck 


TC-K666ES 

TC-K555ESn 

TC-FX707R 

TC-FX705 

TC-FX510R 

TC-FX410R 

TC-FX310 

TC-FX210 

MTL-10 

Frequency response (±3dB) 
Type IV (Metallic) 

Hz-kHz 

25-19 

20-19 

30-17 

30-17 

30-17 

30-17 

30-16 

30-15 

30-16 

Type n (UCX) 

Hz-kHz 

25-18 

20-18 

30-17 

30-17 

30-17 

30-17 

30-15 

30-14 

30-16 

Type I (BHF) 

Hz-kHz 

25-17 

20-17 

30-15 

30-15 

30-15 

30-15 

30-13 

30-13 

30-14 

S/N ratio 

(Dolby NR off/Dolby Con) 

Type TV (Metallic) 

dB 

60/73 

60/73 

59/72 

59/72 

58/71 

58/71 

58/71 

58/65 (Dolby B) 

58/65 (Dolby B) 

Wow and flutter (WRMS) 

% 

0.025 

0.025 

0.04 

0.04 

0.045 

0.045 

0.05 

0.05 

0.07 

Total harmonic distortion 
(1kHz, re: OdB record level) 

Type IV (Metallic) 

dB 

0.8 

0.8 

1.0 

1.0 

1.0 

1.0 

It) 

1.0 

1.0 

Dimensions (W x H x D) 

mm 

430x105 x 285 

430x105 x 330 

430x105x275 

430x105 x 275 

430x105x275 

430x105 x 275 

430x105x275 

430x105 x 275 

355x105x278 

Weight 

kg_ 

6.5 

6.6 

6.2 

5.9 

4.7 

4.7 

4.2 

4.0 

5.7 
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Amplifiers 

TA-F555ES 

TA-F444ES 

TA-AX500 

TA-AX410 

TA-AX310 

TA-AV33 

TA-E900 

TA-E901 

TA-N901 

TA-N902 

Continuous RMS power output 
1kHz W 

20Hz-20kHz,8Q W 

100+100 

80 + 80 

100+100 

80 + 80 

70 + 70(5%) 

50 + 50(0.008%] 

40 + 40(5%) 

32 + 32(0.08%) 
(40Hz-20kHz) 

40 + 40(5%) 

32 + 32(0.08%) 

: 

: 

150+150 

130 + 130 

Total harmonic distortion 
(20Hz-20kHz) % 

0.004 

0.004 

0.008 

0.008 

0.08(40Hz-20kHz) 

0.08 

0.005 

0.008 

0.1 

0.1 

Input sensitivity 

PHONO MM/TUNER. 

AUX, CD, TAPE mV 

2.5/150 

2.5/150 

2.5/150 

2.0/150 

2.0/150- 

2.0/150 

2.5/150 

2.5/150 

14V 

1.32 

S/N ratio (Old IHF/New IHF) 
PHONO MM dB 

TUNER, AUX, CO, TAPE dB 

87/83 

97/102 

87/83 

97/102 

88/86 

98/100 

75/79 

100/88 

70/74 

98/85 

70/74 

98/85 

84/84 

102/102 

84/84 

102/102 

120 

120 

Frequency response 

PHONO (RIAA curve)/ 
TUNER, AUX, TAPE 

dB/Hz-kHz(dB) 

±0.2/2-200 

(+0,-3) 

±0.2/5-200 

(+0.-3) 

±0.2/5-150 

(+0,-3) 

±0.5/5-100 

(+0.-3) 

±0.5/15-70 

(±3) 

±0.5/15-70 

(±3) 

±0.2/DC-300 

(+0.-1) 

±0.2/5-200 

(+0,-1) 

DC-100 

(+0,-3) 

DC-100 

(+0.-3) 

Dimensions (WxHxD) mm 

430x130x367 

430x130x430 

430x130x365 

430x105x280 

430x106x285 

430x80x280 

480x105x455 

480x105x465 

480x105x485 

480x155x485 

Weight kg 

13 

13.5 

11 

6 2 

4.8 

4.8 

13 

12.5 

13 

28 


Speaker Systems 

APM-77W 

APM-55W 

APM-33W 

APM-707AV* 

APM-700 

APM-500 

1 System 

3-way, Bass-reflex 

3-way, Bass-reflex 

2-way, Bass-reflex 

2-way, ABR 

2-way, Bass-reflex 

2-way, Bass-reflex 

Speakers 








Woofer 


530 APM 

424 APM 

324 APM 

170 APM 

170 APM 

144 APM 

Midrange 


27 APM 

48 APM 





Tweeter 


7 APM 

12 APM 

16 APM 

9 APM 

12 APM 

9 APM 

Passive radiator 

cma 

- 

- 


324 ABR 


Impedance 

Q 

6 

6 

6 

8 

6 

6 

Power handling capacity 








Nominal/Maximum 

w 

100/200 

100/200 

80/160 

50/100 

80/160 

50/100 

Sensitivity 

dB/W/m 

90 

91 

91 

89 

89 

88 

Frequency range 

Hz-kHz 

28-30 

34-30 

39-20 

40-20 

45-20 

50-20 

Dimensions (WxHxD) 

mm 

405 x 745 x 325 

385 x 685 x 330 

315 x 540 x 320 

330 x 645 x 270 

225 x 390 x 220 

215 x 360 x 215 

Weight kg 

32.0 

27.5 

14.4 

12.0 

6.3 

5.1 


APM-100 

APM-8 

APM-6 

APM-4 

SS-S350 

SS-V30/V310 

System 

2-way, Bass-reflex 

4-way, Bass-reflex 

2-way, Bass-reflex 

3-way, Bass-reflex 

3-way, Bass-reflex 

2-way, Bass-reflex 

Speakers 








Wooter 

cm? 

77 APM 

807 APM 

502 APM 

530 APM 

20 cm (Cone) 

16 cm (Cone) 

Midrange 

cm2 

" 

Mid-low range 144 APM 
Mid-high range 24 APM 


27 APM 

6.5 cm (Cone) 


Tweeter 

cm? 

5 cm (Cone) 

5.8 APM 

16 APM 

7 APM 

5 cm (Cone) 

5 cm (Cone) 

Impedance 

Q 

6 

8 

8 

6 

8 

6 

Power handling capacity 








Nominal/Maximum 

W 

30/60 

150/500 

100/300 

100/200 

30/60 

35/70 

Sensitivity 

dB/W/m 

88 

92 

88 

90 

92 

90 

Frequency range 

70-20 

28-30 

22-18 

25-30 

45-20 

70-20 

| Dimensions (WxHxD) 

160x260x230 

650 x 1105 x 450 

545 x 825x 375 

545 x 895 x 345 

305 x 785 x 270 

215x370x215 

| Weight 

kgl 

2.7 

102.0 

48.0 

45.0 

11.0 

3.9 


•With a magnetically shielded driver unit 
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W Specifications 




Packaged Hi-Fi Component 

CPH-400 

Amplifier 

Continuous RMS power output 



1kHz, 8Q 

w 

40 + 40 

40Hz-20kHz.8Q 

w 

32 + 32 

Total harmonic distortion 



(40Hz-20kHz, at rated output) 


0.08 

Input S/N ratio (Old IHF/New IHF) 



PHONO 

dB 

70/74 

TUNER/TAPE 

dB 

98/85 

CD/AUX 

dB 

98/85 

Frequency response 



TUNER/AUX/TAPE Hz-kHz/dB 

5-70/±3.0 

1 Dimensions (W x H x D) 

mm 

430x106x285 

Weight 


4.8 

1 Cassette Deck 

1 Wow and flutter (WRMS) 

% 

0.05 

1 Frequency response (Oolby NR off, ±3dB) 


Type IV (Metallic) Hz 

-kHz 

30-15 

Type II (UCX) 

-kHz 

30-15 

S/N ratio (Dolby NR off. Dolby Bon) 



Type IV (Metallic) 

dB 

58/65 

Type II (UCX) 

dB 

56/63 

Dimensions (W x H x D) 

nun 

430x105x275 

Weight 

kg 

4.0 

1 Graphic Equalizer 

1 Center frequencies 

63, 125, 250, 500, Ik, 2k, 4k, 8k, 16k 

| Control range 

dB 

±10 

1 Frequency response Hz-kHz/dB 

20-50/lg.s («at) 

1 Harmonic distortion 

0.05 

S/N ratio 

dB 

90 

Dimensions (W x H x D) 

nun 

430x80x270 

Weight 


3.2 


Component Systems 

FH-7MKH 

FH-3 

Amplifier 

Output power 




Peak music power 


280 

240 

Music power 


140 

120 

AC at 1 kHz, THD 596 

w 

38 + 38 

25 + 25 

DC 

w 

4 + 4 

3.5 + 3.5 

Frequency response 




PHONO (RIAA standard curve) dB 

±0.5 

±0.5 

| CD, AUX Hz-kHz/dB | 

1 5-60/+0, —3 

30-40/+0, -3 

1 Graphic equalizer 

| frequency bands 

12 

100, 400, Ik, 4k, 12k 

100, 400, Ik, 4k, 12k 

1 Tuner 

Frequency range FM 

MHz 

87.5-108 

87.5-108 

MW 

kHz 

530- 1,610 or 

531- 1,602 

531-1,602 

SW, 

MHz 

3.2-7.3 

3.2-7.3 

SW, 

MHz 

9.5-21.75 

9.5-21.75 

FM selectivity (400kHz) 

dB 

55 

55 

FM S/N ratio 




Mono/Stereo 

dB 

78/70 

75/70 

1 Cassette Deck 

| Wow and flutter (WRMS) 

0.07 

0.07 

1 Frequency response (±3dB) 




Type IV (Metallic) 

Hz-kHz 

30-16 

60-16 

Type n (UCX) 

Hz-kHz 

30-15 

60-15 

1 Speaker Systems 

| System 

2-way, APM woofer 
Bass-reflex 

2-way, Bass-reflex 

1 Frequency range 

Hz-kHz 

70-20 

75-20 

1 Sensitivity 

dB/W/m 

88 

90 

1 General 

1 Dimensions (W x H x D) 

mm 

545x320x240 

535 x 330 x 245 



(inch projecting parts and 

(inch projecting parts and 



controls) 

controls) 

| Weight 

15.1 

13.4 


Graphic Equalizer 

SEQ-555ES 

Center frequencies 

Hz 

31.5, 63, 125, 250, 500, Ik, 2k, 4k, 8k, 16k 

Control range 

dB 

±12/2 or ±6/1 

Frequency response dB/Hz-ki 

4zldB) 

±10-1001+0,-2) 

Gain 

dB 

0 

1 Harmonic distortion 

Less than 0.006 (1kHz) 

S/N ratio 


97 

Input/Output level 

dB 

-10 (245 mV) 

Impedance 

Q_ 

50k 

Power requirements 

V 

AC 120, 220 (50/60Hz) 

Dimensions (W x H x D) 

mm 

430x105 x 275 

Weight 

kg 

5.2 


Tuners 

ST-S444ES 

ST-JX410 

ST-JX310S 

Tuning range 

FM MHz 

MW kHz 

SW, MHz 

SW, MHz 

87.5-108 

531-1, 602or 
530-1,610 

87.5-108 

531-1, 602or 
530-1,610 

87.5- 108 

531-1, 602or 
530-1,610 

3.2-7.3 

9.5- 21.75 

FM usable sensitivity pV/dBf 

0.9/10.3 

1.8/10.3 

1.8/10.3 

FM S/N ratio 

Mono/Stereo 

91/88 

84/78 

82/77 

FM selectivity (400kHz) dB 

90 

80 

65 

FM harmonic distortion 

Mono/Stereo (1kHz) 

0.03/0.04 

0.08/0.15 

0.15/0.3 

FM stereo separation (1 kHz) cb 

60 

50 

45 

Frequency response(Hz-kHz/dB) 

30-1 5/+0.2, -0.5 

30-15/+0.5, -2 

30-15/+0.5, -2 

Dimensions (W x H x D) mm 

430x80x340 

430 x 80 x 275 

430x55x270 

Weight 

4.4 

3.3 

2.9 


55 
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Component Systems 

Precise 

Super Session 


V7 

V5 

V30 

VI 0 (One package) 

6000 

3500 

2700 

Amplifier 

TA-V7 

TA-V5 

TA-V30 

(TA) 

TA-AX41 0 

TA-AX31 0 

STR-VX1 OS 

Continuous RMS power output 




Music 140 

Music 120 




1kHz 

w 

110+110 

70+70 

38+38(6) 

30+30 

70+70 

40+40 

30+30 

20Hz-20kHz 

W(Q) 

80+80(6) 

50+50 (6) 

28+28 (6)(40Hz-20kHfl 

25+25 (8K40Hz-20kH!| 

50+50(8) 

32+32(8)M0H<-20k>ta) 

20+20(8) 

Total harmonic distortion 
(20Hz-20kHz, at rated output) 

X 

0.05 

0.05 

0.08 (40-20K) 

0.5 (4O-20K) 

0.008 

0.08 

0.08 

Input S/N ratio (Old IHF/New IHF) 









PHONO 


80/76 

73/75 

72/75 

70/75 

75/79 

70/74 

72/76 

TUNER/TAPE 

dB 

100/89 

98/80 

98/80 

92/80 

100/88 

98/85 

94/74 

CO/AUX 

dB 

100/89 

98/80 

98/80 

92/80 

100/88 

98/85 

94/74 

Frequency response 









TUNER/AUX/TAPE 

Hz-kHz/dB 

5-100/+0, —3 

10-50/+0, -2 

15-50/+0.-3 

1 5— 50/+0, —3 

5-100/+0.-3 

1 5— 70/±3 

10-50/+0.-3 

Dimensions (W x H x D) 

mm 

355x80x250 

355x55x255 

355x105x260 

355 x 80 x 260 

430x105x280 

430x106x285 

- 

Weight 

kg 

3.6 

2.9 

4.5 

4.6 

63 

4.8 

- 

Tuner 

ST-V7 

ST-V5 

ST-V30S 

(ST) 

ST-JX410 

ST-JX310S 


FM usable sensitivity 

/zV/dBf 

1.8/10.3 

1.8/10.3 

1.8/10.3 

1.8/103 

1.8/103 

1.8/103 

2/11.2 

FM S/N ratio Mono/Stereo 

dB/dB 

84/78 

84/78 

82/77 

74/69 

84/78 

82/77 

75/70 

FM total harmonic distortion (1kHz) 

Mono/Stereo 

0.08/0.15 

0.08/0.15 

0.15/0.3 

03/0.5 

0.08/0.15 

0.15/03 

0.2/03 

FM stereo separation (1kHz) 

dB 

50 

50 

45 

40 

50 

45 

45 

Dimensions (W x H x D) 

mm 

355x55x270 

355x55x270 

355 x 55 x 265 

355x55x260 

430x80x275 

430x55x270 

430x105x300 

Weight 

*1 

3.1 

2.5 

2.4 

1.8 

33 

2.9 

63 

' Cassette Deck 

TC-V7 

TC-V7 

TC-V30 

(TC) 

TC-FX510R 

TC-FX21 0 

TC-FX210 

Wow and flutter (WRMS) 


0.065 

0.065 

0.065 

0.065 

0.045 

0.05 

0.05 

Frequency response 
(Dolby NR off, ±3dB) 









Type IV (Metallic) 

Hz-kHz 

30-15 

30-15 

30-15 

30-15 

30-17 

30-15 

30-15 

Type II (UCX) 

Hz-kHz 

30-15 

30-15 

30-15 

30-15 

30-17 

30-15 

30-15 

S/N ratio (Dolby NR off/Dolby C on) 









Type IV (Metallic) 

dB 

58/71 

58/71 



58/71 

58/65 (Dolby B> 

58/65 (Dolby B) 

Type II (UCX) 

dB 

57/70 

57/70 


- 

56/69 

56/63 (Dolby B) 

56/63 (Dolby B) 

Dimensions (WxHxD) 

mm 

355x80x280 

355 x 80 x 280 

355x105x245 

355x105x245 

430x105 x 275 

430x105 x 275 

430x105x275 

Weight 

kg 

5.0 

5.0 

3.7 

2.9 

4.7 

4.0 

4.0 

Turntable 

PS-FT.99 

PS-LX55II 

PS-LX30 

PS-LX30(Optional) 

PS-LX41 0 

PS-LX311 

PS-LX21 0 

| Wow and flutter (WRMS) 

0.03 

0.035 

0.035 

0.035 

0.03 

0.03 

0.045 

| S/N ratio (DIN-B) 

d8 

75 

75 

75 

75 

75 

75 

72 

| Cartridge 

XL-250G 

XL-250G 

VL-43GS 

VL-43GS 

XL-250G 

Integrated MM 

Integrated MM 

Dimensions (WxHxD) 

mm 

355x90x370 

355x85x355 

355x80x330 

355 x 80 x 330 

430x110x340 

430x110x340 

430x110x355 

| Weight 

kg 

7.0 

4.0 

3.5 

3.5 

4.7 

5.4 

4.0 

Speaker Systems 

APM-700 

APM-500 

SS-V30 

(SS) 

APM-707AV 

SS-S350 

SS-490 

Speakers 









Woofer 

cm 2 

170 APM 

144 APM 

16 cm (Cone) 

16 cm (Cone) 

170 APM 

20 cm (Cone) 

20 cm (Cone) 


cm 2 




- 


6.5 cm (Cone) 



cm 2 

12APM 

9 APM 

5 cm (Cone) 

5 cm (Cone) 

9 APM 

5 cm (Cone) 

5 cm (Cone) 

Passive radiator 

cm 2 

- 


- 

- 

324 ABR 

- 

- 

Power handling capacity (music) 

W 

160 

100 

70 

70 

100 

60 

50 

Nominal impedance 

a 

6 

6 

6 

6 

8 

8 

8 

[ Frequency range 

45-20 

50-20 

70-20 

70-20 

4d-20 

45-20 

60-20 

| Sensitivity 

dB/W/m | 

89 

88 

90 

90 

89 

92 

90 

[ Dimensions (WxHxD) 

225x390x220 

215x360x215 

215x370x215 

215 x 370 x 215 

330 x 645 x 270 

305x785x270 

295 x 595 x 225 

I Weight 

kg 

6.3 

5.1 

3.9 

3.9 

12.0 

11.0 

62 

Rack 

SU-V7 

SU-V3 

SU-V3 

SU-V1 (Optional) 

SU-S200 

SU-SIIO 

SU-S110 

Dimensions (WxHxD) 

mm 

893x494x405' 

Adjustable 

Adjustable 

355x355x330“' 

490 x 960 x 400 

490x810x380 

490 x 810 x 380 



439 x 948 x 405" 

357x426x375 max. 

357x426x375 max. 

355x380x330— 




Weight 

kg 

36 

4 

4 

1.6 

25 

173 

17.2 


'Horizontal set-up "Vertical set up "‘Prec.se Vl0w.thPS-LX30 ""Precise V30 wtih PS-LX30 
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W Specifications 
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About the headphones 

•Avoid playing your set at so loud a volume that extended play might ailed your hearing. 

■At a high volume, outside sounds may become inaudible. Avoid listening to your set in situations where hearing 
must not be impaired, lor example, while driving or cycling. 

•As the supplied headphones are o I open-air design, sounds go out through the headphones. Remember not to 
disturb those close to you. 
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